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ABSTRACT

The salinity structure of a tidal estuary fed by upstream fresh water
sources is an important factor of water quality. In addition, this struc-
ture is intimately related to tite circulation of the estuary because of
density currents Induced by the salt-fresh water relation.

Previous investigations in two and three dimensions have been limited
to extremely simplified gecmetrical and steady-state assumptions. One-
dimensicvnal studies have consldered the variable area case, but have been
limited to descriptive rather than predictive methods because of the diffi-
culty of handling the downstream boundary condition for the one-~dimensional
salt balance equation and because of the necessity to specify a longitudinal
dispersion coefficient based on field data for the estuary being studied.

This study presents a predictive numerical model of unsteady salinity
intrusion in estuaries by formulating the problem in finite-difference terms
using the one-dimensional, tidal time, variable area equations for the
conservation of water mass, conservation of momentum and conservation of
salt. Tidal time means a time scale of calculation larger than that de-
fining turpulence, but much smaller than a tidal period in order to cor-
rectly represent the tidal advection within a tidal period. The tidal
dynamic¢ egquations are coupled to the conservation of salt equation through
a salinity-density relationship, and the ocean boundary cendition for salt
is formulated in a manner which depends on the direction of flow at the
entrance to tue estuary.

The longitudinal dispersion coefficient has been shown to be pro-
portional to the magnitude of the local, time-varying longitudinal salinity
gradient, and this constant of proportionality has been shown te depend on
a dimensionless parameter which expresses the degree of vertical stratifi-
cation of the estuary. This relationship has been established for a wide
range of stratification conditions.

The mathematical model has been verified using data from the Water-
ways Experiment Station salinity flume and field data from the Delaware,
the Potomac, and the Hudson. By specifying initial conditions, fresh water
hydrographs, and tidal elevations at the ocean, it is possible to predict
the time-varying salinity using this model.
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I. Introduction

1.1 The Tidal Estuary, Definitions

Definitions of estuariles are very broad and include almost any
body of water which joins the ocean at the coast. Usually an estuary
is defined by the fact that a land mass confines it in some way; for
example, a marine biologist may consider salt marshes estuaries.
However, for the purpese of this study additional restrictions will
be imposed upon this broad definition,

This study is concerned with those bodies of water which are
connected to the ocean at one end and fed by sources of fresh water
as the water body's boundaries extend landward. The behavior of the
estuary in terms of circulation and salinity 1s dependent upen many
factors, but principally upon the tidal varlation at the ocean, the
estuarine geometry, and the Inflows of fresh water.

The circulation in such a tidal estuary is three-dimensional
and 1s complicated by the fact that as fresh water enters the estuary
it is lighter than the water coming from the ocean and consequently
a tendency to stratify is iInherent, Thus the circulation and salinity
regimes are intimately related and a detalled investigation of one
by necessity involves the other.

Fortunately, it is possible to take advantage of the distinct
characteristics of individual estuaries and to introduce certain
assumptions about their behavior, thus making the study of the salin-
ity regime and the circulation possible, These assumptions also serve

as a means of classifying individual estuaries. Pritchard (1955} has

-9-



. . . : ; h
classified estuaries in terms of steady-state considerations of the

pPrincipal advective and dispersive transport processes.

Starting with a three—-dimensional Tepresentation of the salt

balance €quation, one can write for the steady-state, time-averaged-

Over—a-tidal-cycle condition:

- - - - - -4 X -
o388 . =38 . - 3g 3 |- as 3 |- 3s ¢ > 3as (1-1
UB v ¥y v z 3X [ex ax]+ay [eyayJ az [z 9Z

where the time—averaged—over-a-—tidal-cycle quantities are:

1) u, v, and w, the fluid velocities in the longitudinal,

vertical and lateral directions x, ¥, and z,

2) s, the local salinity at coordinates x, y, and z, and

3 e-x, e, Ez' the turbulent diffusion coefficients for this

time-averaged equation.

In the case of a laterally homogeneous, highly stratified or

—wedge situation ag Produced by small tidal action with respect

to strong fresh water discharge, Pritchard shows that the salt balance

Equation 1-1 can pe approximated by

=1
1%
.
o
gl
H
o

(1-2)

Thus a classification of type A is assigned to the salt wedge type as

shown in Figure 1.1a, As the tidal action increases in proportion to

fresh water discharge, the salt-fresh interface of the type A estuary
breaks down and the vertical transport of salt becomes importane .

In

mathematical terms Equation 1-1 ig now approximated by

-10-




Note: Civculation represented is time-averaged over a tidal cycle.

= o e W e ] Z =m0 o A ey I R

Z»E00o

(a)

Type A

)

(b)

(c)

B AT T TITIITITITTTT7

Type B

Type C

(d)

Type D

Salt wedge, stratified.

Weak tidal action and

strong fresh water dis-
charge.
Laterally homogeneous,

Moderate stratification
or partially mixed.
Laterally homogeneous.

Circulation due to
Coriolis effects.
Vertically homogeneous.

Well mixed.
Vertically and laterally
homogeneous.

Pritchard's Classification of Estuaries

Figure 1.1
-11-
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-8 . s _ 5 (- (1-3)
“'3?7*" 'By[eyay}

and the eatuary is called type B (Figure 1.1b).

As vertical mixing reaches the point where the estuary is both
vertically and laterally homogeneous the downstream advective flux be—

comes balanced by an upstream dispersive flux. Equation 1-1 is approx-—

imated by
'E.E - 2z 38 (1-4)
“ ax ax [ex Bx}

and the estuary called type D (Figure 1.1d4). In the case of a wide
eatuary not laterally homogeneous, but vertically homogeneous, the
Coriolis effect may produce a lateral salinity gradient. Under these
conditions Pritchard approximates the steady-state by

- s - 38 3 {- 5s
* o Y%7 3z [ez 3z ] (1-5)

and designates the estuvary type C (Figure 1.1c).

Thie study pertains to estuaries wherein lateral hemogeneity

ls assumed, but where vertical homogeneity is not necessarily present.

In terms of Pritchard's classification, this study treats class B

(partially mixed or moderately stratified) estuaries with class D

belng included as the limiting case. The degree of stratification

which can be treateq by the methed to be described in this study is
difficule to establigh g priorl, because the accuracy of the method

will decreage ag Stratification becomes extreme. The results described

~12-




in Chapter 7 show that class B estuaries haye been successfully treated.
It is not intended to treat class A or wedge type estuaries.

1.2 Predominant Influences on Salinity Intyrusion

The geometry of each estuary has its effect or the circulatien
and salinity distribution; however, given a particular geometry, the
two primary factors Influencing the salinity intrusion are the time
history of the fresh water inflows and the range and mean tidal eleva-
tion at the ocean entrance. The manner in which these two boundary
conditions determine the time varying salinity distribution is the sub-
ject of this study.

Cohen and McCarthy (1962) have made observaticns of the salin-
ity distribution in the Delaware Estuary. Figure 1.2 shows the inter-
relation between the source of fresh water and the source of salt
water in the Delaware. July, 1954 was a period of low fresh water flow
for the Delaware as indicated by the fresh water inflow hydrograph
of Figure 1.2. The effect of this long perlod of low fresh water dis-
charge is clearly demonstrated in terms of the maximum and minimum
chlorides which show the salinity front advancing upstream. As an
example of the effect of the tidal elevation at the ocean entrance,
Cohen and McCarthy point out that the peak chloride on October 15 was
the result of an abnormally high tide as reflected in the mean river
level peak for the same day. In general there is a quick respoase to
the ocean boundary conditicn as in the October 15th peak, and a slower
response to changes in the fresh water discharge boundary conditions

as evidenced by the gradual increase of salinity during the July low

-13-
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flow period.

1.3 Descriptions and Predictions of Salinity Intrusion

In the most general sense a description or prediction of the
salinity intrusion would be in terms of the salinity at all points in
the estuary at any time 't'. Such a three-dimensional specification
is beyond the state of the art at this time. Even two—dimensional
studies in which the salinity wvaries in the longitudinal and vertical
directions have been restricted to descriptive mathematical models
limited by steady-state assumptions, simple geometric configurations,
and simplified boundary conditions. Thus descriptions and predictions
of salinity intrusion have been primarily limited to the one-dimensional
formulation wherein salinity at a longitudinal position 'x' is assumed
to be representative of the entire cross-section.

To predict the salinity distribution im a tidal estuary the
one-dimensional salt balance equation in tidal time becomes the appro—
priate mathematical model. The expression "tidal time" refers to a
time scale much less than that of a tidal cycle but greater than that
defining turbulence (for example, a time scale of the order of minutes
in the case of a 12-hour diurnal tide). The one—dimensional tidal time
salt balance equation for a variable area estuary , which will be dig-

cussed in detail in Chapter 3, is:

ds os 1 3 38
o8 s . 1 3 28 1-6
3t T U ok A ox [EA Bx] (1-6)

where

—15-



s(x,t) is the salinity representative of the entire cross-
section at X,

u(x,t) is the ¢ross-sectional ayverage longitudinal velocity,

including tidal and fresh water components,

A(x,t) is the cross-sectional area, and

E(x,t) is the longi tudinal dispersion coefficient,

In order to solve Equation 1-¢ by numerical or other techniques

the variableg Us A and E must pe specified.

The longitudinal dispersion coefficient E(x,t) must also be

specified i order to solve Equation 1-4. Although E{x,t) can be de-

fined in terms of available hydraylic and geometric paramerers for a

completely mixed estuary, itg definition ip the partially mixed region

4 non-tiga] advective velocity Ye, this latter velocity being the

-lé-
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average fresh water velocity during the tidal cycle.
The first of these simplifications is obtained by averaging

Equation 1-6 over a tidal cycle. The resulting equation is

3s 28 _ 1 3 [ TArg3s
at M Yfax A ax [E A axJ (1-7)

This is similar irn form to Equation 1=6 but the velocity is no longer
in tidal time but is U, the average fresh water velocity during the
tidal cycle and the salinity, §, is the salinity of the cross-section
averaged over a tidal cycle. The area, K, being averaged over a tidal
cycle, ne longer reflects tidal variations in the water surface. The
dispersion coefficient ETA(X) is not the same as the E(x,t) of Equation
1-6 and is notr equal to the average value of E(x,t) over a tidal cycle,
In fact, the ETA(X) distribution must be determined by fitting solu-
tions of Equation 1-7 to known physical data in terms of time—-averaged
salinities.

The second simplification of the tidal time salt balance equa-

tion is obtained by the slack tide approximation. This approximation

assumes that, at a time near that of slack water, the salt balance in

the estuary can be described by

3s 38 _ 1 3 |5L, 3s 1-8)
3t Tove oy A Bx [E ABx] (

wherein the salinity s(x,tSL) is the salinity at slack tide, A(x’tSL)

1s the area at slack tide, and ESL(x) is a new dispersion coefficient

-17-



which must be determined from physical slack tide data and is neither
TA

related to E" (%)} nor to the E(x,t) of Equation 1-=6. The similarity

of the slack tide approximation to the average~over—a—-tidal-cycle

approximation is easily seen by comparison cf the two Eguations 1-7

and 1.8, This similarity does not imply that the dispersion coeffi-

clents are in any way related. 1In fact they are quite different as is

shown in Figure 1.3. This figure was constructed by backfiguring the
dispersion coefficient E{x) from data presented by Stigter and Slemons
(1967) using the time-averaged-over—-a-~tidal-cycle, the high water

slack, and the low water slack salinity distributions. The difference

exhibited points out the problem of relating continuing studies of a

particular estuary to previous dispersion coefficients. If the assump-

tions of such studies are not éonsistent. the dispersion coefficients
resulting from one study will not be valid in terms of another.

The elimination of the direct effects of tidal motion by these
non-tidal approaches has simpiified greatly the mathematical model,
however this simplification has introduced additional difficulties and
restrictions.

The requirement of a boundary conditien con salinity at the
ocean end of the estuary is especially difficult using these approaches.
First of all, under the time—average-over-a-tidal-cycle approach one

8imply does not know the salinity or enough about the salinity to

speclfy this boundary condition. Consequently, applications have re—

quired measurements of the salinity at the ocean boundary, or statis-—

tical predictions derived from such measurements, thereby making the

-18-
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Figure 1.3
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mathenatical model descriptive rather thap predictive in nature. Dnder

the slack tide approximation, the specification of salinity at the

ocean boundary {5 still unresolved. In the low water slack case, one

has ne knowledge a8 to what the boundary salinity might be. In the

high water slaclk case it ig reasonable to assume it to be the ocean

salinity, but then the problem becomes that of defining where the boun-

dary salinity ig located. Figyre 3.4 illustrates the problem of spec-
1fying the salinity gceagn boundary condition for the three cases: Low

Water Slack (Lws), High Water Slack (HWS) and time-averaged—over-a—~
tidal-cycle (TA).

Salinity s

Ocean Distance Upstream

Typical Salinity Distributiong
for Three Agsumptiong

Figure 1.4
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An additional restriction on the use of the non—tidal time
approaches is the iInahility to represent the effect of variations in
the amplitude of the tide at the ocean entrance. Even changes in the
mean sea-level elevation would require additional knowledge of the
tidal hydraulics ia order to incorporate the effects into the mathg-—
matlical model. Thus studies of the transient behavior of the estuary
which include the effect of the varying ocean elevation are not poss—
ible under these simplifications.

1.4 Objectives and Summary of This Study

The objective of this study is the development of a predictive,
one—~dimensional mathematical model for the transient salinity distrib-~
tuion. This is accomplished by means of simultaneous finite differ~
ence solutions to the tidal time salt balance Equation 1-6 and to the
continuity and momentum equations which define the tidal motion. Coup-
ling between the salt balance equation and the momentum equation is
included by means of an equation of state relating salinity and den-
sity. The longitudinal dispersion coefficient is assumed to be pro-
portional to the local longitudinal salinity gradient. The coefficient
of proportionality is related to a stratification parameter involving
the gross tidal and fresh water discharge properties of the estuary.

It has been found that the boundary condition on salinity at the ocean
entrance can be specified by using one condition during the flood tide
and another condition during the ebb tide.

The resulting mathematical medel, as scolved by a finite-differ-

ence numerical technique, can be used in a predictive manner for

=21-



transient conditions of ocean surface elevation and time-—varying fregy
water discharges. Steady-state studies are also possgible inasmuch g
they represent cases of repeating ocean surface elevations apg COonstag
fresh water discharge. The results produced by the mathematicaj mode]
are salinity, water surface elevation and discharge as functiong of
longitudinal distance and time. The salinity resuylts can also be
obtained in terms of high water slack, low water slack or time-averages

over—the—tidal-—cycle salinity distributions should they be desired,



I1. Review of Preyicus Investigations

2.1 Tidal Prism Relationships

Ketchum (1951) has presented an approach to the steady state
salinity intrusion problem based on dividing an estuary inte segments
whose lengths are equal to the average excursion of a particle of water
during the flood tide. Complete mixing is assumed within each segment
at high tide, and exchange coefficients are based on this assumptiocn.
As a result of the complete mixing assumption this methed is limited
to steady-state studies of estuaries where the well mixed conditiecn
1s approached. Lstuaries of this type are characterized by very large
ratios of tidal prism to fresh water discharge and are a rather limited
class as compared.to the partially mixed estuary so commeon to the
Atlantic coast of North America.

2.2 Steady State Investigatious

Arons and Stommel (1951) used a time-averaged—over—a—tidal-
cycle appreoach {(Equation 1-7) for an estuary of rectangular cross-—
section and assumed that the longitudinal dispersion coefficient was
proportional tc the product of the tidal excursion length and the maxi-

mum tidal velocity at the entrance. The steady-state equation is
35 _ 3 |pTA 38 -1
“ ox ox [E ax] ( )

where ETAAJLEX us the tidal excursion times the maximum velocity
at the entrance.

Integration of Equation 2-1 yielded a2 solution for the salinity

-23-



funiction of two dimensionless r:arameters, XfL a dls-
i ion as a
distribut

and dimensionless parameter called the Flushing Moy
tance parameter,

3, the ocean boundary sa
d in Section 1.3,
ber". As mentlone

be specified under these conditions except by having previous know-
ledge. The results are applicable only to steady-state studies of
estuaries which can be approximated by a constant rectangular cross-
section, but of special interest is the use of the flushing number
which is a function of fresh water discharge, tidal amplitude, depth

; hi
f the channel, tidal period and total estuary velume, This flushing
0 k

number was proposed as a possible means of classifying estuaries.

. i nit
Ippen and Harleman (1961) made an analytical study of salinity

section
intrusion for the case of an estuary of rectangular cross

i i water
which took into account the tidal hydraulies inasmuch as the low

i ion at
slack salinity distribution served for predicting the distributio

ifferent
any other time during the tidal cyele. By analyzing twenty di

v i me ien
salinity flume tests conducted at the Waterways Experiment Stat

WE . bt ons
(VES) they found that they could predict the salinity distribution

i n
when the dispersion coefficient in Equation 2-1 is expressed as a

inverge function of x:

LWS
pws BB
(x) x+ B

(2-2}
hat
where x = defines the ocean boundary. 71t g of interest to note't
h-
the distance Parameter, R, is i Teality a means of handling the pro
lem of Specifying the ocean boundary conditrion,

B is the distance S5€&
vard from the boundary, x =

0, to a point where 5 = s, at low water

-2



stack. (Note: The time~ayeraged equation is said to be applied for
the low water slack salinity distribution, thus this is really a slack

tide approximation.) Although this approach thus provides for the

ocean boundary condition it now leaves the parameter B undetermined,
but with the possibility of being correlated to stratification condi-
tions.

One integration of Equarion 2-1 yields

LWS 3s
e E(x) ax (2-3)
. (LWS .
A second integration with h(x) specified by 2-2 yields
u
2
= = exp [— *'fas (x+B)] (2-4)
) L ZE;

It was found that the parameters ELWSand B could be correlated with a
o

stratificatien number, G/J which is defined by the following ratio:

= Yate of energy dissipation per unit mass of fluid (2-5)
rate of potential energy gain per unit mass of fluid

G
J

Ippen and Harleman have effectively made use of an analytical solurion
for the tidal hydraulics to provide a means of shifting the low water
slack salinity distribution (Equation 2-4) so that distributions at
other times throughout the tidal period can be found. The expression

5

for the dispersion parameter E%:) ag given by Equation 2-2 has reform—

ulated the problem of ocean boundary condition and dispersion relation—
L
ship in terms of the correlation of the two parameters B and EDHS, The

basis for this G/J relationship and the experimental work which leads
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velocity, h being the depth evaluated at the ocean
Qf = fresh water discharge

T = tidal pericd.

Harleman and Abraham reformulated correlations of Etws B in terms of

this new, more easily obtained estuary number; however an additional

parameter %, (tidal amplitude/depth at the ocean) was required in the

LS
correlatfon of Eo . These correlations are:

1.2
Vs NERIN ., 2
*PE = 0.055(-— —T‘-’— (2-7)
ug a Q
~0.2

P IF
2nB t o
22 - 0,70 |22 (2-8)
uBT qu

An analysis of Rotterdam Waterway field data was successfully per-

formed using this appraoch. These studies resulted in practical solu~

tions for steady-state salinity Intrusion for the case of constant
geometry. It seemed reasonable that similar analytical techniques

could be attempted for cases of variable area when this variation could
be expressed in a simple form which permitted integration of the salt
balance equation. However in studying an expomential area variatiom,

Eronini (1968) found that different estuaries did not substantiate

4 general relationship sufficiently, For a particular variable area

éstuary, predictions of steady-state distributions based on information
Pertaining to one condition of stratification were developed (Harleman

and Hoopes, 1963), but without any indications thatr the techniques
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could be applied in a predictive manner to other estuaries.

In any case steady-~state analyses impose definite limits with
respect to prediction of salinity intrusion. Steady-state analyses
are limited to conditions where an estuary Is indeed in a quasi steady-
state condition. This requires that both ocean tidal ranges and fresh
water discharges remain relatively the same for a time period of the
order of at least a month for most real estuaries. If salinity data
is available at the end of such a period, steady-state analyses can be
applied by back-calculating the dispersion coefficients using Equation
2-3. This dispersion relatienship is valid for the conditions of fresh
water discharge and average tidal range for which the data was taken,
any extrapolatien to other conditions is not justifiable without more
data. Ward and Fischer (1971) have pointed out the limitations of the
steady-state appreoach in their commentary on two papers by Paulson
(1969, 1970) wherein they show that estuaries respond very slowly to
changes in fresh water discharge, and that this response varies with
location. Paulson appeared to have gathered salinity data correspon=-
ding to particular ranges of fresh water discharge in an effort to
correlate longitudinal dispersion to fresh water discharge. The fact
that the fresh water discharge was within a particular range does not
imply anything as to whether or not a steady-state condition existed
when that data was taken, consequently dispersion coefficients back-
calculated on the basis of the steady-state assumption may be in error,

2,3 Mixing Parameter Approach

Preddy (1954) took a different approach in representing the
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mixing which takes place in a tidal estuary. He assumed that at some

point, x, along the estuary a unit amount of water would be distributed
1

in the following manner during some time T. A proportion Pl(x) is dis-

tributed uniformly seaward, a proportion Pz(x) is distributed uniformly

landward, and a proportion l—Pl(x) - Pz(x) remains at loeation x, By
applying the laws of conservation of salt and conservation of total

mass Preddy derived the following integral equations.

L

) s(x) AG) Py(x) 1‘{—“ dx
~L L+x
+ s(x) A(x) Pl(x) ¥ dx = QfTs(x) + 8 (2-9)
(o]
L I~ L L+
A(x) P, (x) T’E dx + A(x) P (x) T’E dx = 0 (2-10)
o] o)

where s(x) is the average salt concentration during the period of time
T, and § is the net change in salt upstream of the peint of interest,

Preddy used long term average salinity and fresh water flow

data for the Thames (1 January to 18 December) to permit the calcula-
tion of mixing parameters Pl(x) and Pz(x) by Equations 2-9 and 2-10.
The L in this formulation is to be specified, a priori, as a length
over which the mixing takes place, and is of the order of the excursion
length., (Preddy took 9 miles in his Thames study.) Having derived

the mixing parameters Pl(x) and Pz(x), he then shows that one can pro-

ceed to calculate new salinity distributions in time by a two step pro-

-




cess of: (1) displacing the water to allow for the natural flow and
(2} calculating the new salinities at a mumber of points by mumerical

integraticn of the expression:

1 L s(x)A(x)Pz(x) 0 s(x)A(x)Pl(x)
x _*'—“I:——*"—dxi- T dx
o -L
+ s(x) A(x) (l—Pl(x) - Pz(x) ) (2-11)

The pericd of time, T, for this two step process is greater
than a tidal cycle classifying the method as time varying, but averaged
over a tidal cycle. By using a T of two tidal cycles Preddy predicted
salinity distributions in the Thames Estuary at a time 14 days after
a prescribed initial condition. Although the results were good for
this particular case it is important to realize that the method is
based on the assumption that mixing in an estuary is primarily a func-
tion of distance, and of some length L, and that this assumption ignores
the effect of changing degrees of stratification which accompany
changes in fresh water discharge. Furthermore the predictiens for 14
days represents a short period of time in terms of an estuary's res-
ponse to changes in fresh water flow and consequently, as compared to
a period of about twoc months, the two—week prediection may show only
that advection is the most important mechanism to be modeled. Finally
it should be noted that a model of mixing which is only a function of
location {x) is nct a good representation of a process whose driving

force is the salinity regime which itself is almost never stationary,
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but on the contrary exftremely mobile.

Di Toro (1969) has followed the basic philogsophy adyanced by
Preddy but he hag shown that the mixing process can be represented

using an application of Markov chain theory. By employing a “maximum

enttopy" principle, Di Toro releases the method from Preddy's a priori

L 28 a means of characterizing the mixing. The basic assumption that

mixing 1s a function only of location has not been changed, however,

80 that even though the characterization of the mixing process has been

Placed on a more rational basis, it i{s none the less subject to the

drawbacks of not reflecting changes in the stratification and in the

location of the salinity region itself. It is also unfortunate that

the boundary condition useq by Di Toro in applying his method to the

Delaware River Model Test vata was taken from the same distribution

vhich he wished to derive. This was apparently due to absence of sal—

inity data for the dowvnstream regions, an unfortunate situation, but

quite realistic, as interest in meaguring salinity ig rarely downstream

near the ocean.

2.4 Unsteady Approach, Rut Time—Averaged Over a Tidal Cycle

Pritchard (1959) and later Boicourt (1969) have used an

"averaged—over-a-—tidal-—cycle" approach of Equation 1-7 which written

in a similar form is:

ag s TA - 35
ALy Qf‘g-; = % [E Aj;] (2-12)

As discussed in Section 1.3, the time average over a tidal cycle has

Produced the following changes: (1) it hag changed the convection term
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to one which contains the fresh water discharge, rather than the instan-
taneous discharge; (2} the area, K, is no longer a function of time;

and (3) the dispersion coefficient EA now includes the effect of the
time averaging process. Also the effect of variations in the ocean
tidal elevation cannot be accounted for as Equation 2-12 {is uncoupled
from the tidal dynamic equations.

Pritchard (1959) studied the longftudinal distribution of sal-
inity in the Delaware Estuary as a function of time by usipg this time-
averaged—over-a-tidal-cycle version of the one-dimensional convective-
diffusion equation.

Using the Delaware River medel data for steady-state conditions
at flows of 16,475 cfs, 10,600 cfs and 5000 cfs he derived correspoending
values of ETAR from the steady-state Fquation 2-3. Based on this in-
formation a correlation formula was derived to relate ETAK to distance,
%, and to fresh water flow, Qf. The boundary conditions for a year's
simulation were taken as fixed values of salinity at the ccean and at
the upstream end. Using an implicit finite difference scheme, the res-
ponse of the Delaware was simulated for different fresh water flow
schemes on a weekly time spacing for 52 weeks.

This study was made primarily to compare the effects of differ-
ent modifications of river inflow, and for this purpose has achieved
its aim. However, the method does not present a complete solution to
the prediction of longitudinal salinity for the following reasons.

1) Tt depends upon knowing, first of all, the manmer in

which the dispersion coefficients (time—averaged-over-
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i h a
a~tidal-cycle) varies ag a function of river flow. To know suc

i - e
relatioaship implies having already available enough steady-stat

data so as ro construct this correlation.

un—
2) It requires a knowledge of the downstream, or ocean bo

. i rd's
dary, salinity which is really part of the solution. For Pritcha

. i kin
Study, assuming it to be constant, seems justified as he was ma 4

. . ize
3 comparisen and also hecause he had data enabling him to schemat

ia—-
and predict ETAI all the way to the ocean. There are seasonal var

n
tions even in the ocean salinity, however, and these were not take

ianto account .,

Instead of using steady-

State salinity data to derive ETAK values he had ap entire year's

salinity records which he thep Interpolated tq even intervals,

integrated Equation 2-17 and obtaipeq:

(2-13)

the-tidal—cycle salinity,
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From the values of E'A gbtained for that year's data a cor-
relation formula was developed, to express E®X as a function of
x and of fresh water discharge. As the seaward boundary condition
was not at the ocean a separate model wae developed which incor-
porated flow history into a statistical predictor model for the
downstream boundary salinity,

Apart from the development of the ETAE correlation and the
seaward boundary condition treatment Boicourt's method is essen-
tially the same as Pritchard's. 1In tais application the difficulties
of obtaining applicable dispersion coefficients and appropriate
boundary conditions are pointed out. In fact one might qQuestion the
use of the boundary predictor model from the point of view that this
procedure could just as well be used to predict salinity at alil
peints in the Upper Chesapeake without using the convective-diffusion
equation. What has in fact been done is that part of the solution
has been predicted on a statistical basis and the rest of the solu-
tion [the interior points] developed using a mathematical model of
the convective-diffusion equation,

2.5 Quasi Steady-state Studies

The term quasi steady-state is applied to a tidal tipe
situvation in which the tidal amplitudes and fresh water discharges
repeat themselves from tidal cycle to tidal cycle, thus Creating
a time-varying salinity distribution which is repeating.

Stigter and Siemons (1967) used the salt balance equation

and the tidal dynamics equations in coupled form to study the
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; er—
salinity intrusiom in a constant width representation of the Rott

dam Waterway. The solution of the equations was achieved through

a finite-difference numerical model,

They showed that including the effect of density differences

in the tidal calculations has a definite effect on the tidal eleva—

tions. This has later been shown for a one~dimensional, variahle

area study of the estuary of Maracaibro by Fisher et al (1970) who

applied the tidal-time tidal dynamics equations.

Stigter and Siemons' ocean boundary condition on the salt
balance equation was a complete specification of the salinity at
this boundary for all points in time during the tidal cycle., Knose—
ledge of this boundary condition is usually unavailable and conse-

quently application of this model is limited to descriptive studies

where the ocean boundary salinity is known.

The dispersion coefficient relationship for their study was

taken as a function of X, the form being;

E=E (- x/w’ (2-14)

The Eo values were determined by fitting the available data,



variable geometry will complicate these changes even further.

2.6 Unsteady Prediction of Pollutants in Well-mixed Estuaries

Harleman et al (1968) have used their numerical tidal model
to previde the unsteady discharges and areas required for solution
of the unsteady one dimensional mass balance equation for a mon-
conservative pollutant. They have shown that in the fresh water
region of the estuary the dispersion coefficient can be expressed

by a relationship in terms of the cross-sectional velocity u,

ot

Manning's 'a', and the hydraulic radius. This relationship was
obtained from Taylor (1954) who experimentally verified the following
expression for the longitudinal dispersion coefficient ETfor steady

uniform flow in pipes:

ET= 10.1 a u* (2-15)

where a is the pipe radius and u* is the friction velocity. Harleman
(1966} has shown that the relationship of Equation 2-15 can be
written in terms of the hydraulic radius, Rh’ average velocity, u,

L |

and Manning's 'n' as

E‘T= 7 nu Rthﬁ (2-16)

The unsteady pollutant distribution was studied using z mathematical
model of the mass balance equation. This work has been continued by
Lee (1970), and has included the simulation of salinity intrusion

by assuming a dispersion coefficient relationship as a function of X.
Although such a technigque can be useful in quasi steady-state gtudies

where one has data available to make some dispersion coefficient
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correlation possible, predictive studies for varyving fresh water
flows and tidal conditions are not possible using thig mode] ,
2.7 Other Studies

Shinohara et a1 (1969) developed a Numerical technique for
the prediction of quasi steady-state salinity distributions {n vell-
uixed estuaries which employs a very ionovative technique which
allows him to simplify the advective term of the salt balance equa-
tion 80 that it contains, not the tidal velocity which varies frog

maximum ebb to maximun flood, but only the net seaward velocity

during the tidal cycle. By fixing g5 ap origin a point upstreanm

“hich can be called the end of the €stuary, the total volume of

vater from chat origin tg a section x ig defined by:

¥= AQx

_"2_8_ d8 9 2
ac * O F el [A L %} (2-19)

3% 1n8tead of the tiga; discharge



u{x,t}. The effects of changing elevations and veleocities are incor-
porated in the transformed variable ¥ thus this method is still tied
to the time-varying tidal hydraulics. Relationships are assigned to
Azﬂv for fully mixed estunaries assuming E¥ propertional to the pro-
duct of mean tidal velocity and hydraulie radius as in Equation 2-16.

The seaward boundary condition is kept at a constant ocean
salinity at the location X, and whenever the ¥b becomes located
seaward of this point all segments seaward of xo are set to ocean
salinity curing the solution of the finite difference equation.

This method implies the knowledge of the quasi steady-state
tidal elevations so as to evaluate ¥(x,t) by Equation 2-17, conse-
quently when this information is easily obtainable from tidal records
or easily calculated due te simplified geometry, the method is
readily applicable. The method could be extended to transient
studies 1if the transient dispersion coefficient relationship could
be determined and if a separate numerical model were used to provide
the volumes #¥(x,t). At this point, however, it would be simpler to
set the entire problem in finite difference form without transforming
variables, thus gaining the ability of coupling between the salt
balance equation and momentum equation through the longitudinal
density gradient.

Dornheim and Woolhiser (1968) recognized the need for a tidal-
time mathematical model of estuarine water quality which included time-
varying boundary conditions. After restricting the geometry of a typi-

cal estuary to that of a linearly expanding width and a uniform bed
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slope, they formulated the equations of continuity and momentum, without

the effects of the density gradient, in order toc model separately the

tidal hydraulics. These equatioms were then solved by a finite differen:

technique. The salt balance equation was formulated under the same con-

ditions of geometry and with the assumption that the dispersion coeffi-

cient was a function only of distance, x. This equation was alse solved

in finite difference form.

The downstream boundary condition on salt was handled by extend-
ing the estuary into the ocean an arbitrary distance B, at which point
the salinity was specified as the ocean salinity, -so. The necessity of
specifying the dispersion coefficient distribution E(x) categorizes the
model as descriptive rather than predictive in rnature. Unfortunately,
in attempting to represent the Delaware Estuary the hydrodynamic model

became unstable and they were not able to verify their model under

approximate prototype conditions.
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II1, Definition of Problem and Approach to Solution

3.1 Introducticn

Previous studies have not resulted in predictive models for
salinity intrusien for several basic reasoens. First, a prediction
requires that the mathematical model be responsive to temporal vari-
ations in fresh water inflows and to changes in tidal amplitudes at
the ocean. Secondly, the ocean boundary condition should be repre-
sented in some fashion which does nmot require physical data or sta-
tistical predictions of the variation in salinity during a tidal
period. Finally, there must be some way of representing the longi-
tudinal distribution of the dispersion coeffic?ent which removes it
from complete correlation to physical data for a particular estuary.
Such a representation should be generally applicable to any estuary
and should have governing parameters which can be evaluated from
readily available Information on stratification conditions.

Although some of the studies reported in the previous chapter
have satisfied one or another of these requirements no one study has
developed a predictive model. This study presents a predictive
model of the salinity intrusion in a tidal estuary by developing a
numerical solution to the one-dimensional salt balance equation and
tidal dynamics equations. The equations are coupled through an
equation of state relating salinity to demsity. As the tidal
dynamics are included, the variations in ocean surface elevation
are incorporated into the model as well as the variations in fresh

water inflows. The tidal time approach permits a physically realis-
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tic treatment of the ocean boundary salinity in two parts, depending

on whether the flow is entering or leaving the estuary. Finally,

it will be shown that by relating the local dispersion coefficient

to the local salinity gradient, the time and spaclally varying

characteristics can be modeled with reference to a single parameter
whose sensitivity to stratification conditions is expressed in terms

of gross properties of the estuary.

Figure 3.1 illustrates how the numerical model functions in
terms of input and output quantities and in terms of the coupling

of the tidal dynamics and salt balance parts of the overall numerical

wodel. The numerical techniques involved are those of finite diffex—

ences as applied to the tidal dynamics equations of continuity and

momentum and to the salt balance equation. Before treating these

equations in detail certain definitions are presented with respect

to the schemat{zation of the €SLUATY to one-~dimensional quantities.

3.2 Definitions and Schematization

The reduction of the three-dimensional tidal estuary to

one-dimension ig accomplished by establishing a longitudinal axis
and

then dividing the estuary into segments of length, Ax. Then

the complicated natural tidal and salinity characteristics must be

Tepresented iy terms of simple geometric quantities, The fellowing

are definitions of these basic quantities (with ref

erence to Figure
3.2,

1. v :
Tota]’ the total volume of the segment of length Ax.
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2. : i '
ATotal the representative area corresponding to the

vTotal

and equal to
Ax

v
Total
core’ that area specified as belng the conveyance area
for the segment.

the width specified as that width corresponding

core’
to the conveyance or core area.
A
5. d: the core depth, equal to EEEEE .
coTe
6. Vstorage: that volume of the segment specified to be non-

participating in conveyance. 1t represents
embayments or areas which are shoal or remote
with respect to the main channel.

7. d': the average depth specified for the storage volume.

b : the width corresponding to V and d'
storage storage
storage
d'Ax '
3. b : the total width, equal to b + b .
Total core storage

Tt is inevitable that subjectivity will influence the
schematization process. The investigator must decide what portion
of the reach Ax will be storage and what part will be core volume.
Once these decisions are made, the segment is schematized to the
cross—-section shown in Figure 3.2b. The final quantities defining

the schematized segment are b d', and d. Continuity

Total’ bcore'

is maintained by insuring thae:

[b d + (b b Yy d'] ax =V (3-1)

core Total “core Total
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Ty,

This schematization is compatible with that of tHarleman and Lee {1969)
in as much as it represents an extension of thelr method. It is
important to define d in terms of the core area flow, because the
depth determined in this manner is representative of the depth over
which the tidal wave propagates. If the entire volume of a sepment
(including embayment volumes) were divided by the corresponding width
times Ax, the resulting depth may be much shallower and the propagatio
of the tidal wave would be a poor approximation of natural conditions.
When storage is not an important consideration, a trapezoidal
schematization may be useful because of its abilitv to represent the
change in water surface width with depth.

This condition is encoun-

tered in broad shallow estuaries. This type of schematization

(Figure 3-2c) is also provided for in this model, The rectangular

channel is a special case of either of the two schematizations.

3.3 Tidal Dynamics Model

3.3.1 Continuity and Momentum Equations

The derivation of the unsteady continuity and momentum

equations has been made by geveral investigators, for example Gilcrest

(1949), Stoker (1957), Lai (1965) and Harleman and Lee (1969). The

derivation will not be repeated in thisg study and the equations as

derived p
Y Harleman and Lee by the Matertal method will be used as

the basts for mathematically describing the tidal motion.

They are
Continuity equation
gh 30
hat+ax"q=° S



Momentum equation

3
0,  Qyqiuy, a0, glel (3-3)
ot Ix X X 2
AC R
where:
b = total channel width (bTotal)

h = depth from water surface to a horizontal datum
)] = cross—-sectional discharge ( = A x u)
core
q = lateral inflow per unit length
u = average cross-~sectional longitudinal fluid velocity of

conveyance area

g = acceleration of gravity

A
_ ; - core
Ry, = hydraulic radius 5 + 2(d T
core
A = A » the cross—sectional area of primary flow

core

surface elevation relative to local mean water level

=
1]

¢ = Chezy coefficient

3.3.2 Momentum Equation Including Density Effects

Equation 3-3 has been darived under the assumption that the
effect of any density gradient is negligibie. For this study it is
desirable to include the effect of the density gradient, and conse-
quently a modified derivation is presented, wherein the convevance

or core area is treated.

In the material method derivation of Harleman and Lee,
Newton's Second Law is applied to a moving fluid element and the

resulting equation 1is:
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o [§§+ v axJ * ot x YT E (34

where p is the fluid density and where, : Fx‘ the sum of external

forces, is in turn shown to be:

T F

JF
x " _3; Ax + (PU)X - (Ff)x

Cross section; (Pw)x is the x component of trhe horizontal pressure

force dye to tonvergent section boundaries; and (Ff) is the friectiom)
X

resisting force of the boundaries, At this point Harleman and Lee's

derivation will pe slightly modified tg Include the effect of a

density gradient in the tern

o gh ~ 2) pryg, (3-6)

where p = 8(x) ang ' = b'(x,2). Then

h

» 3pplying Leibnitz' Rule;

T ol %! "
ax 3x pgz]a(h'ﬁz)‘-a-i-dz.'_g b'(h‘Z)%Edz

3-7
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ap T h [}
B 3% h b'dz - zb'dz
*b Zy

the term is seen to be

3
g 9x d. 4

where dc is the dlstance from the surface to the centroid of the
cross section. When this expanded form of %E—is substituted into

Equation 3-5 and combined with the expressions derived for the other

terms one obtalns:

FF = -pg M oanc-g 2 g anx ~2eRl0l (3-8)
X 3% dx c A02R
h

and the resulting version of the Momentum equation used in this study

becomes;

Ad

d d 3 oh ap

TtURt Ot e At E 2,228l (3-9)
AC Rh ;

The Chezy coefficient, C, is expressed in terms of Manning's rough-

ness n by

1.49

C(X,t) = l'l_(;)— [Rh(xst)]lfe

{3-10)

thus permitting the natural roughness of the channel to be specified
as a functlon of x. The continuity equation, 3-2, and the momentum
equation 3-9 are solved by an explicit finite difference scheme
which is described in detail by Harleman and Lee (1969),

3.3.3 Bcundary Conditions

The boundary conditions for the tidal dynamies equations do
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0ot present any unusual difficulties. It is necessary to know the

surface elevation as a function of time at the ccean end of the

estuary. This is usually obtained from tidal observations or from

tide tables. At the upstream end of the estuary the boundary condi-

tion depends upcn the type of estuary. For an estuary of the

closed end type, that is ome in which the tidal motion is terminated
—22aed éend

by a dam or natural waterfall, the specification of zero velocity

becomes the appropriate upstrean boundary condition. The fresh water

inflow at the end of the estuary is treated as a lateral inflow into

the most upstrean segment of the finite-difference model.

In the case of an open end estuary, the location of the

Upstream boundary should be above the region affected by tidal motiom.

The specification of the river velocity or discharge hydrograph

becomes the appropriate bommdary condition. These boundary conditienms
can be written as:
n(o0,t) specified

QL,t) Specified, for open end case

or Q{L,t} = 0 for closed end case,

3.3.4 Initial Comditions

Specification of the dependent variables n and Qg at all
locations at time t = § form the necessary initial conditions.
n(x,0) specified

Q(x,m specified

At the start of the calculation n(x,0) and Q(x,0) can be set to

arbityrary values, for example to Zero, and five to eight tidal cycles



of calculation will provide convergence to the appropriate values in
the quasi steady-state case. In the transient case this calculation
will provide a convergent "lead-in".

3.4 Salt Balance Model

3.4.1 Conservation of Salt Equation

3.4.la Three-~dimensional Formulation

The following derivation is based on that of Holley and
Harleman (1965).

By considering an elemental wvolume Ax by Ay by Az as shown
in Figure 3.4 one can formulate for the x direction:

Flux in = [psu - po EE] Azhy

X
- 38 3 _ bE;
Flux cut = [[psu po 5;] + % {psu po ax]ﬁx ] AzAy
e = |- 2 Ll 3s
Net Flux = { . {psu) + x [po Bx]] AxAyAz

where,
u,v,w = Instantaneous fluid velocity components in directions
X, ¥y and =z

density of fluid

°
I

1l

s instantaneocus concentration of salt
Dm = molecular diffusion coefficient.
By equating the rate of change of salt mass within the element

to the net fluxes in the three coordinate directions, one obtains a

conservation of salt mass equation of the form:
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N I 2 2
5t {(ps) + . {psu) + S {psv) + a7 (psw)

] as ] a8 3 38
=2 |pp 28] 4+ 2 [pp 8| 4 2 2s
% [" m ax} ay [" m By] * a2 {"Dm az] (3-11)

To adapt equation 3-11 to turbulent flow one defines instantaneocus
values of velocity and salinity concentration as equal to time
averaged values plus deviations:

u=1u+u' v=v + v WoeEW 4y

s =8 +s', and a time average (3-12)

of a quantity as

Substituting these relationships into Equation 3-11 and aver-
aging over a perlod of time which is large relative to the turbulence

time scale, one obtains:

a{ps) , 38 o 2 T
St + v {pu 5) + 3y (pv

E_ ot E__ [ B_ [ ] —
+ 55 (pu's™) + 5y (pv's") + = (ow's") =
) LE] 3 I 3 35
= —_ — — — — -13
ax [po ax] + 3y {po By] + 9z {po azJ G )

wherein the bar implies a time average.

The transport due to turbulent fluctuations is modeled by a

diffusive relationship analagous to Fick's first Law:
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pv's’ = -p €y By
EER
e e B (314

iffusion coefficients. Subgti-
where e ey, and e, are turbulent diffu sti

tuting the relationships of 3-14 into equation 3-13 yields:

05 4,2 (T 4 (VE) + 2 (o5 T) =
At U9 3y (o 3z

- 5
38

5 3 |
5 [D(Dm+ey) ;—3-):" +a_z [Q(Dm-l-ez)a—zj

n)’ 38

5 a5
=+
ax [ D(D"‘ * ex) a"]

(3-1%)
As the turbulent diffusion coefficients are generally several
orders of magnitude greater than the molecular diffusion coefficients,

the latter are neglected. The density term ¢ has very little varia-

tion even in estuary flow in as much as ocean salinity accounts for
only about a 2% increase in density from that of fresh water. Comse-
quently it can be eliminated and one is left with a three-dimensional

convective-diffusion equation for turbulent flgw.

3 . 9 3 0 —
v 9 +3;ﬁr”€) v s =

3 3‘5} o[, 3] . s 3%
— fe 284 B3 981 3 as 3-16)
9x [ X 9x 3y ley ay] + 3z [ez Bz] (

3.4.1p Spatial Integration to One-dimensional Form

The derivatigy of the ope-

dimensional salt balance equation
18 obtained by Spatially averaging

the three-dimensional equation
3-1s.

Defint
T8 U and s ag sparja) averages and describing these



averages in terms of u, s and spatial deviations u" and s", one

formulates

u=u+u" S =5+ 5"

v =" wo=w" {(3-17)
where

u =

%i[ udA and s = %Jr sdA
A A

The expressions in 3-~17 are then substituted into the three~dimensional
equation 3-16 and a spatial average taken. The details of this inte-
gration can be found in Okube (1964} and Holley and Harleman (1965).

The most general form resulting from such an integration is

a(As) | 3(Qs) _ 3 [exA -g% -j u"s"dAJ (3-18)
A

at X X

The work of Taylor (1954) and of Aris (1956) has shown that
for steady uniform flow and for s" much less than s; the spatial
average of u"s" is analagous to a dispersive propgss_aqqmggnmpe
;épresented by a longituAinal dispersion coeffi;igngi_ﬁ,_iq_phgv

equation

e A S J’ u''s'"dA = EA 2s e (3-19)
x s 8x R

As E » > e, the longitudinal dispersion coefficient E can now be given

a meaningful interpretation in terms of the dispersive flux
EA 2 - fu"s”dA (3-20)
A

9%

and the one~dimensional salt balance equation can be written
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3y pa1®) 3 isi
otal 3(Qs) _ 3 :s
at * ox ax E'ATotal 3X ) {3-21)

It is recognized that an argument could be made for using the
conveyance Or core area Acore for the dispersive flux term in
equation 3-21. By uvsing ATotal the dispersive flux through areas pot
included in the conveyance area has been provided for. Whether ATotal
T Acore is the more appropriate choice is undoubtedly related to the
particular estuary being schematized, and as advection is the primary
means of transport in tidal time studies it is doubtful that the

calculation would be very sensitive to the difference between the

two assumptions, It ig polnted out, however, that the first term
aU"[‘ot::—xls) . .
ot is correct only when the total area, ATotal’ is specified,

in as much as the salt content of the entire volume is referred to
in this term,
A simplified form of equation 3-21 is obtained under conditioms

°of no lateral infiey, Under these conditions the continuity equaticn
(3-2) becomes

dh 3
b2, 39
Bt+3x 0

(3-22)
By expanding the first two terms of €quation 3-21 one obtains
Ay
otal
s n +AT -§-§+3Q+Q§E=i—- Ew
otal st ax 3x  3x otal BKJ
(3-23)
Referring ¢
& to Figure 3,24 0ne can show where N is the instantaneous
water surfa
€e elevation wity Tespect to the reference water level,



1l

ATotal bcore (d+n)+ b - bcote) (@' +n

= = ' )
as h zb+d+f} ar h zb'l-d + n

ATotal bcore(h - zb) +b - bcore)(h - zb')

as 2z, and z, ' are not functions of time;

b b
PAroral _ oy 4 3h_, 9
3t core It core’ 3t 3t

thus the first and third terms of 3-23 can be set equal to equation

3-22 because

1 [ii'r__r_a_l +m]=l[b§h+@,]=o
t

S @ 3% s ot X

and equation 3-21 is written for the special case of no lateral inflow

as

35 ds _ 3 95 -
ATotal at +Q X 98X [EATotal ax] (3-24)

3.4.2 Dispersion Coefficient Calculation

In the saline region of a partially mixed estuary the dis-
persion coefficient is closely related to the density induced circu-
lation which, due to the spatial averaging inherent in the one-
dimensional approximation, is represented by longitudinal dispersion.
It is reasonable to assume that this density induced circulation will

be greatest in regions of strongest longitudinal salinity gradient,

3s
ax

for the dispersion coefficient is achieved by relating E(x,t) toc the

s and consequently the dynamic relationship developed in this study

absolute wvalue of the local salinity gradient.
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This relationship 1s formulated as

o
S

E(x,t) = K + By (3-25)

where § = s/s, and % = x/L, L being the length of the estuary ET is

the dispersion coefficient applicable to a completely mixed region (&.

where 3s/3x = 0 or to the fresh water tidail region upstream of the

-]

linit of salinity intrusion. The term K —a—, accounts for the additiop

Ix

dispersion in the salinity intrusion region. The parameter K has

the dimensions of a dispersion coefficient (szt); it is assumed to

be independent of x and t and to depend upon the degree of stratifi-
cation which exists in the estuary. To demonstrate the basis for
this assumption, the salinity distributions corresponding to three

of the WES Steady state salinity Intrusion tests were studied. The

longitudinal salinity distribution data was depth and time-averaged

over a tidai period ag shown in Figure 3.5 The analysis was per-

formed by considering the Steady-state, time-averaged equation

ds a4 I
0 8. ¢ lE %J (3-26)
which can pe Integrated once and solved for gl to give
ETA - 8

% Tds (3-27)
ax

Figures 3 ¢
a, b and ¢ show rhe distribution with distance,

x/L, of the quantit{
es ET and K where by assuming EI %E '
K can pe BXpressed i, terms o

t Equationg 3~27 and 3-25 as
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(3-28)
£ _4'52
dx

Figure 3.6 shows that the assumption that the parameter K is

a constant is well Supported in the interior regions of the estuary-—

flume. The abrupt increase in both EwL and K near the entrance is

a consequence of the time-averaged, steady-state assumption of Equa-

tion 3-26 which requires that the dispersion coefficient increase
50 that the integrated form

TA ds

ufs=E ax

is satisfied ag g—; + 0 and s - s, at the ocean. When one

conslders the tidal-time equations, the dispersion coefficient is
ot under this requirement and the formulation of Equation 3-25
will allow the dispersion coefficient to become less near the ocean

which corresponds to the Physical condition of a more mixed condition.

The final term of Equation 3-25, E., the dispersion coeffi-

clent applicable in completely mixed or fresh water regions of the
estuary, can be described in terms of the secriop geometry and
velocity written ag Equation 2-1¢ by Harleman (1966). 1In this study
Equation 2-16 3g assumed to apply for the unsteady tidal flow

altuation and is

Ep(x,8) = 77 n u & 3/ (3- 29)

where ulx,t) and Rh(x,t) are the velocity apd hydraulic radius at

location x and time t,

The formulation of Equation 3-25 permirs 4 dynamic caleula-

-62-
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tion of E(x,t) which applies to the entire estuary, in both the
partlally and completely mixed regions.

3.4.3 Upstream Boundary Condition

There are two possible boundary conditions at the upstream
end of the estuary. One could specify that the salinity be zero,
{or near-zerc) or one could specify that there be no flux of salt
across the upstream boundary. Both are valdid boundary conditions,
however the specification of salt flux is the more general in as
much as it permits the study of closed end estuaries where the
salinity actually reaches the end of the estyary. However in many
cases, Including those studies In this investigation, the salinity
intrusion is well downstream of the upstream end,

This boundary condition can also be viewed as a free boundary
condition as the point of zero salt flux in the upstream direction
1s time-varying and is, in fact, part of the solution. Such boundary
conditions can lead to complications in numerical models, however it
was found that as long as the upstream boundary was specified far
enough upstream so that i{s was out of the intrusion zone during the
period of study, its exact location was not important. This finding
becomes useful in saving computer time because one need not perform
the calculations on that part of the estuary which is upstream of
the saline region. In cases of doubt one should specify the upstream
end of the estuary as the boundary location.

The upstream boundary condition can now be stated: At the

upstream boundary there is na flux of salt across the boundary.

-63-



This boundary condition is developed v u_ansidering a dig-

cretized element of the estuary at the location of the boundary and

making 2 mass balance using finite difference representationg of the

quantities involved. In this manner the constraint of no flux of

salt across the boundary is incorporated into the mass balance ang

thereby into the finite difference equation resulting from the mass

balance.

3.4.4 Ocean Boundary Treatment

3.4.4a Introduction

Ideally one would like to have a schematization which per-

mitted a study of the estuary from its upstream end to a point so

far at sea that the boundary salinity could be specified once and for

all as the ocean salinity, 8.+ Unfortunately such situations are ot
Possible in 3 one~dimensional study as the ocean is not representable
in ope dimension,

When the Otean-estuary Comnection is that of a narrow entranc

suddenly opening jneo the ocean as iy Figure 3.73 it is clear that

the
Ocean can nor pe Part of the one-dimensionalized estuary. The
schematization of pointg beyond the

entrance itself would not be
rigorously Possible,



the ocean salinity in a manner depending upon the longshore currents.
One can expect a significant variation in salinity over the tidal
cycle at the ocean entrance in estuaries of this configuration,

In contrast to the estuary described in Figure 3.7a is the con-
filguration shown in Figure 3.7b wherein the estuary gradually widen=
as it reaches the ocean. In such a case the definition of the ocean boun-
dary location will result from practical considerations of schematiza-
tion. The variations of salinity during the tidal cycle will depend not
only upon the complicated currents but also upon the actual location
which has been specified. If it 1s possible to carry out the schematiza-
tion sufficiently far downstream, the wvariation in salinity throughout
the tidal cycle will be small. The salinity at the ocean entrance can not
be constant throughout the tidal period because the fresh water must
leave the estuary during some portion of the tidal peried and at this
time the average salinity of the boundary cross-section will be
decreased.

As this study treats the variation in salinity within the tidal
cycle, the boundary treatment must apply for all times during the tidal
cycle, An approach is taken which divides the tidal cycle in two parts
according to the direction of flow at the ocean entrance and applies a
different boundary treatment for each of the two parts. This division is
made possible by the fact that the numerical model calculates the dis-
charge at the ocean end of the estuary, thus providing the necessary
criterion for applying either boundary condition.

3.4,4b Formulation During Flood Flow (Q{o,t) > 0

The salinity at the ocean boundary during flood flow is
—-65-



approximated by specifying it equal to the ovean salinity, g . If
the seascnal variation of ocean salinity is kneown, then the ccean
salinity can be specified as a function of time sD(T) » from tidal
cycle to tidal! cycle,
sfo,t) - SO(T) for Qo,t) 2 0
T=12,3,..,
where T is the number of Tidal Cycles.

3.4.4c Formulation During Ebb Flow (Qo,t) < )

Although it 1s possible to approximate the salinity at the
ocean boundary by the ocean salinity during flood flow, during ebh
flow a different means of continuing the solution must be employed.

The approximation used is described in terms of the finite difference

representation of the estuary, specifically in terms of making con-

tinuous masg balances at the most seaward element.

To perform thege mass balances, the advective and dispersive

Hlux must be evaluated during each time step at each boundary of the

Seaward element. With reference to Figure 3.8 one sees that duriag

2 particular time Step the total flux on the upstream section (No. 2)

of the element can pbe evaluated ag

Q Srey N
2 2 22 Tanx
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order to continue the finite difference <.luti. o the dispersive fla

at section number 1 is approximated bv using .

%s_._ , evaluated at section number 2, The tutal
-4

salinity gradient,

tlux at the downst rey

section {No. 1) is then approximated by

With the flux on each side of the element specified, a mass balance

is made by setting the change in salt during each time step, o—%sf—)-,
equal to the net flux. As the mass balance is written in teres of

the salinities at section 1 and 3 at the beginning and at the end

of the time step, it provides the necessary boundary equation in

terms of the unknown salinities at the end of each time step.
This approximation allows the solution of the implicit

flnite difference equations to continue during the period of ebb
flow,

At the end of that portion of the tidal cycle corresponding

to ebb flow, the salinity will be below that of the ocean salinity,
s . i i

o' Physically, {r o not change to S, instantaneously. To provide
for thig change, a 1ineyr

interpolation in fime is employed in order

Lo bri i
U8 the salinity froq 1ts value at the end of ebb flow to the
Ocean Salinity value, g




In this manner the appropriate flood flow or ebb flow boundary
treatment is applied. Figure 3.9 shows, in graphic form, the various
aspects of this boundary treatment throughout a typical tidal cycle.

3.4.4e Special Provisions for Boundaries Taken Upstream

of the Ocean

In some cases it may not be possible to treat the estuary by
schematizing it all the way to the ocean. In such a case when the
boundary location is specified upstream, the assumption of longshore
currents sweeping away the diluted water is no longer applicable.
Following low water slack there will be a more gradual increase of
salinity to its maximum value at high water slack.

In order to provide for such a condition the procedure used
to bring the salinity from its low water slack value to its maximum
value is extended over a longer period of time depending upon the
particular location of the boundary with respect to the ocean. For
a location far from the ocean this might be as much as 2/5 of a tidal
period. This would mean that the salinity from low water slack to
low water slack plus 2/5T is specified by a linear interpeclation
between the low water slack and maximum salinity values.

3.4.5 Initial Conditions

It is required that an initial salinity distribution be
specified at time t = 0. TIf the particular application is one
wherein the ocean tidal amplitude and the fresh water discharge are
fixed then a quasi steady state study is defined and the calculations

will lead to a convergent solution for an arbitrary initial salinity
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distribution. For such cases convergence may requlre as many as

50 to 200 ridal cycles, consequently it is worthwhile to make a
reasonable estimate of the salinity distribution in order to reduce
computing expense. Figure 3.10 shows possible initial distributions
for quasi steady state studies,

A transient study 1s one in which the conditions of ocean
tidal elevation and fresh water discharge vary over many tidal
cycles throughout the period of study. It 1is assumed that for such
a study the user will have a good approximation of the initial

salinity distribution.

1.0

a
.
=

s/s sfso

Possible Initial Salinity Distributions
for Quasi Steady-State Studies

Figure 3.10
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3.5 The Equation of State Relating Density tv Salinity

The relationship between density and salinity is a famiiizy
relationship of physical oceanography. Knudsen (1901) developed
tables relating demsity to salinity, temperature, and pressure, The
empirically derived formulae are described in detail by Fofonoff
(1962}, however for the purpose of estuary studies a much simpler

relaticnship can be used which is:

p = 0,758 + 1000 (3-30)

where 8 1s salinity in parts per thousand and ¢ is in kg/mJ.
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IV. The Relationship between Dispersion Coefficient and Stratification

4,1 Introduction

Previous studies such as those discussed in sections 2.4 and
2.5 have shown that the dispersion coefficient is related to the
degree of stratification in the estuary, In this chapter the disper-
sion parameter K of Equation 3~25 is studied in terms of Its rela-
tionship to the degree of stratification. The study consists of
finding a convenient means of defining stratification in terms of
gross estuary parameters. By applyinpg the numerical model to cases
for which quasi steady-state salinity distribution data exists, the
relationship between the dispersion parameter X and the degree of
stratification is develaped,

4,2 Stratification

To compare the degree of vertical stratification corresponding
to different conditions in an estuary one can plot the vertical
salinity distribution for a specific location. Such plots were made
by Ippen and Harleman (1961) for several W.E.S. salinity flume tests
at station 40 (x/L = 0.12) corresponding to the conditions existing
at approximately one quarter of a tidal cycle after time of high water
in the ocean basin. Figure 4.1 shows these vertical salinity distri-
butions for four different tests., The parameters varied during these
tests were the fresh water discharge and the tidal amplitude as
shown in the legend. It is of interest to note that Test 11 and
Test 10 both have the highest fresh water discharge, yet in terms of

stratification the increased tidal action of Test 10 has caused the
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vertical salinity structure to be almost the same as that of Test 16
which had the lowest fresh water discharge and the smallest tidal
amplitude. The G/J values indicated for each profile correspond to
a particular definition of stratification which will be discussed in
the following paragraphs.

Two factors determine the degree of stratification. One is
the tendency to stratify or ferm two distinct layers. This tendency
increases as the density difference between the two fluids increases
and also as their relative proportions become more equal. Acting
against this is the turbulent mixing generated by the tidal moticn
which tends tc reduce the density difference or stratification.
Experiments made at M.I.T, in earlier studies were concerned with
defining stratification in terms of gross estuary parameters. Salin-
ity distribution data were obtained from a flume with fresh water
entering at one end and a constant {(ocean) salinity at the other end.
Mixing was accomplished by means of oscillating screens. {Ippen et al,
1960.) The relationship of stratifying tendencies to destratifying
mixing was described by a stratification number (G/J) and defined
previously in Chapter 2 as:

G _ rate of energy dissipation per unit mass of fluid

J rate of potential energy gain per unit mass of fluid

(2-5)

G was defined in terms of the energy input by the oscillating screens.

In defining J the following was used (Harleman et al, 1961):
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Yx 7 T§ h
Iy = — T BN (&-)
£

where v 1s the speciiic weight of fluid.

Tt is important to note that this is not the rate of potential energy
gain at location 'x', but is the total gairn of pctential energy frym
the fresh water end, seaward to location x, divided by the flume

d
length, L. In other words the term E;E has beon approximated by
Y, - ¥

x T , which 1s a reasonable approximation only as x approaches [,
L

When applied to a particular estuary of fixed h and L, Equation 41

becomes simply a proportional relationship:
I~ 5 v (6~2)
Afrer conducting steady state experiments with varying
degrees of stratification, a correlation was found (Figure 4.2)
between D'(x)/D(x) (the ratio of the local apparent diffusion coeffi-
clent to the constant density or turbulent diffusion coefficient)
and the local stratification nmber, G/J(x).

Taking a more rigorous formulation of the rate of gain of

potential emergy per unit mass of fiuid, J(x) can be defined by
u

. b diyh) -
I = - -1 (4-3)

for constant depth this expression can be written in terms of salini¥
by the Proportional relationship;

ds
J(z) ~ e ug (h-"l)

This latter
Proportionality supports the assumption that the disper”

slon coeffi
clent {s Proportional top the local salinity gradient 23
discussed i Chapter 3

A elgnificant correlation between D'(x)fﬂ(ﬂ
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and G/J(x) with J(x) defined by equation -3 is .il<: evident as
shown by Figure 4.3,

Ie applying this G/J ratio to cases of ascillating tida]l
motion, the G/J parameter has been used in a form applicable to the
entire estuary. In this case J(x) becomes J,+ which when defineq by
equation 4-2, represents an average rate of energy gain for the en-
tire estuary,

Ippen and Harleman (1961) used the Go/J0 number as a meang
of correlating the results of the W.E.S. salinity flume tests with
their dispersion parameters Ei’“sand B. The correlation between
EEW%T and GofJo is shown in Figure 4.4, Although this correlation

shows promise as a means of finding the value of a single parameter

LWS .
such as Eo in terms of grogs estuary parameters, Figure 4.4 pertains

to only ope estuary and can not be extrapolated to others.

Despite the success in correlating ELH§ET for the W.E.S.
0
Series of tests,

; P, being the tidsl
at the ocean entrance, Q; the fresh water
They found (Figure 4.5) that

againgt Jo, 3 fact which is not

Eq. 14.10, 1966)
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Bu,

For Jo as defined by 4-1

3
EE - L Yo }
Jo c w2 dp ug J
P
As
Py _ jglood Qe
T T Qflood

where aflood is the average flood discharge, and
2
2 Y%

Fo = EH_ ?

where u, 1s the maximum tidal veloecity at the ocean entrance, then

2 — 2
E = PTEE - 1 Yf1oo0d u0 (4-7)
QfT gh ue

As this correlation was made for the W.E.S, flume data with
constant h, constant L, and almost the same é% » and as Eklood is not

very different from uos the maximum tidal velocity, it is seen that

u
expressions 4-6 and 4-7 are both approximately proportional to EQ—. Conse-

f
quently the very good correlation of E vs. G/J shown in Figure 4.5

can be expected.
The Estuary Number including the density effects is used in

this study as a measure of stratification based on the following two

reasons:
-81-~
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1) 1t can be shown to be a measure of the ratio of sta-
bilizing or stratifying effects to unstabilizing or
mixing effects.

2) It is composed of available quantities which can be
evaluated from the boundary conditions, the geometry

and some knowledge of the tidal hydraulies.

This number is defined as:

P ¥ 2
E, = —2

b~ o (4-8)

where PT is the tidal prism defined as the volume of water entering

on the flood tide.
i

; h . F o) .
FD is the densimetric Froude number, S wherein u

==
8 P

is the maximum flood velocity at the entrance and #p 1is the change

in density over the entire length of the estuary.

4.3 Relation of Dispersion Parameter K tg Stratification

4.3.1 Introduction

Previous studies have shown that the dispersion coefficient
is dependent upon the degree of stratification. For example, in the
W.E.S. series, Figure 4.4 shows a definite correlation between

EﬁH%ET and GofJ . In this study the dispersion coefficient is
Q

expressed in terms of a parameter K times the absolute value of the

local, non-dimensicnal, longitudinal salinity gradient.

Q
98
o8

X

+ E (3-25)

E(x,t) = K T

Although the %% will reflect changes in stratification to
X
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some extent, it is expected that 1t will also show a correlation
to stratification.

In order to define a relationship between K and strati-
fication, the numerical model was run for several quasi steady-
state conditions for which data was available. The K values
which best fit the salinity data were determined and the corre-
sponding estuary numbers E, were evaluated.

4.3.2 Analysis of Waterways Experiment Station Salinity

Flume Data

A rectangular flume 327 feet long, 0.75 feet wide and
with a mean depth of 0.5 feet was used for the W.E.S. salinity
experiments. This study has considered five of the twenty
tests reported by Ippen and Harleman (1961). These five tests
all have the same roughness, but have different conditious of
fresh water discharge and tidal amplitude. All tests were
tun until a quasi steady-state was obtained with a tidal period
of 600 seconds. Table 4.1 presents the basic characteristics
for these five tests. The procedure for determining K was as
follows:

1) Using the quasi steady-state version of the numerical
model developed in this s:iudy, the tidal hydraulics of the salinity

flume were verified using a Manning's n equal to 0.020. This

corresponds to the value determined in the original salinity flume

—84—




SUMMARY OF BASIC CHARACTERISTICS
W.E.S. TESTS

Tidal Period: 600 seconds

Manning's 'n' {(Roughness): 0,020

Length 327 feet, Width 0.75 feet, Mean Depth 0.5 feet

Test Ocean Fresh Water Tidal
No. Salinity, Sy (ppt.) | Discharge, Qf (cfs) | Amplitude, a(ft)
16 29.2 0.0075 0.05
2 25.6 0.0150 0.05
11 26.4 0.0210 0.05
10 26.8 0.0210 0.75
14 29.7 0.075 0.10
TABLE 4.1
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i 4.6
study for those tests with side wall roughness. Figure

shows this verification in terms of surface elevations.

2) The best values of the dispersion parameter K were

determined by computing the quasi steady-state salinity distri-
bution corresponding to each of the X values selected. The
quasi steady-state distribution is defined in terms of the
numerical calculations as that distribution which, under conditions
of constant fresh water discharge and repeating tidal amplitude,
is the same as the distribution obtained in the previous tidal
cycle, any small difference being less than a tolerable error,

In this case the allowable error was specified as 0.02 ppt.

The numerically determined salinity distributions (Figures 4.7a-e}
weve then compared with data obtained by integrating the two-

dimensional salinity distribution data over the depth at

specific times during the tidal cycle. The sum of the absolute

values of the residual errors between the experimental, depth-

averaged data and the corresponding numerical results were summed

for each K value and the K value corresponding to the

smallest
6um of these residuals was chosen as the best K value for that
particular test. Figure 4.8 illustrates the results of this

procedure for the five teats studied,

4.3.3 Analysis of Rotterdam Waterway under Constant

Area Approximation
Stigter and Siemons (1967)

» in making their numerical study
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Figure 4.6
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.
10 '
8/55 0.5
] |
0 05
X/L 2
35 ft /sec
5 = 25.6 ppt k=0
4]
L = 32? ft-
|0 gy

X —
05
/T

Salinity Verification for WES

Test 7

Figure 4.7
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Figure 4.7b
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(Section 2.5), have schematized the Rotterdam Waterway as a closed-

end estuary of constant width and rectangular cross-section. The

exact dimensions were chosen to yield a cleose representation of

the prototype tidal conditions for the 24th of June, 1956. Although

Stigter and Siemons worked with salinity data on the 24th of June,
d
Harleman and Abraham have reperted that data om the 26th of June woul

be more representative of a steady-state salinity condition for this
period. 1Ia this study, it is assumed that the tidal data at the

Hook of Holland on the 24th of June is approximately the same as that
two days later, and that this data can be considered the ocean

boundary condition at the end of the breakwater 2.7 km downstream.

Figure 4.9 is a plan of the estuary, Figure 4,10 gives tidal eleva—

tions at the ocean as a function of time. The basic parameters of
schematization are listed in Table 4.2. The resulting quasi steady—

state High Water Slack and Low Water Slack salinity distributions

2 .
are shown for values of K equal to 2000, 3000, and 4000 £t /sec in
Figure 4.11. These distributions correspoud te a convergence of

successive distributions to within 0.02 ppt. The comparison of

these curves to data given by Harleman and Abraham indicates that

2
K = 3000 ft"/sec ie reasonable if one does not weigh the ocean valuesg

of Low water Slack as much as the salinity values of the interior

estuary region,

The purpose of thig analysis is to get an approxdi-—
mate value of K

+ 1t 1s recognized that the same Precision obtainable
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Table 4.2

Basic Parameters for
Rotterdam Waterway Study

Width 407.5 meters
Depth 13.0 meters
Fresh Water Discharge 960 m3fsec

{From Harleman and Abraham, 1965. Profile II,
26th of June 1956 of their Table III.)

Length 98.64 km

Chezy coefficient 65 mlfzfsec

Tidal period 44 700 seconds

(From Stigter and Siemons, 1967, their length
was 95.94 km, 2.7 km have been added to carry
the schematization from the Hook of Holland to

the end of the breakwater.)
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4.4 Normalization of Dispersion Parameter and Relationship to

Estuary Number

The objective in normalizing the Dispersion Parameter, K,
and finding a relationship to Estuary Number is to find such a
relationship which provides not only a good correlation for a
particular estuary, but alsc a means of evaluating the dispersion
parameter for estuaries without any recourse to field data for that
estuary. It is desired to find & correlation which removes K as
the only parameter needing experimental data for its determination.

It is important at this point to reemphasize the fact that
K, the dispersion parameter in

3s

NG
X

E(x,t) = K + E (3-25)

T

is not the dispersion coefficient itself, It becomes an approxima-
tion of the dispersion coefficient, E{(x,t), only when multiplied by
the non-dimensional salinity gradient, (Assuming ET small with
respect to E{x,t) ). Consequently any change in salinity gradient
due to a change in fresh water discharge or in tidal velocities is
immediately incorporated into a change in the dispersion coefficient
by the nature of expression 3-25. This fact has made it easier to
find a correlation than for cases such as the study of Harleman and
Abraham, in which the maximum dispersion coefficient EEWS was being
correlated.

To normalize the dispersion parameter K it was first

attempted to divide it by the well-mixed dispersion coefficient,

—09-
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ET as calculated using u the maximum flood velocity. This type of

normalization has been used in Figure 4.4 for the W.E.5. tests and
in Figure 4.12 by Ippen (1966). He shows that when both flume-sized

estuaries and real estuaries are plotted together a distinct scale

effect is evidenced. This has also resulted in this study as shown

by Figure 4.13 where the five W.E.S. tests and the Rotterdam Water-
way values of K/ET have been plotted against densimetric estuary

number'ED.

This lack of correlation for estuaries of model and prototype
dimensions can be explained by considering the fact that the width
to depth ratioc of model estuaries is distorted with respect to real
estuaries so that the dispersion coefficient without considering

salinity effects is proportionally much greater in the distorted

model than in the prototype. Harleman (1971) has demonstrated this

on a dimensional basis.

Defining dispersion coefficlent as in Equation 3-20,

EA 3s _ j u"'s" da (3-20)
ax A

one can see that in a distorted model (narrow cross-section) the

velocity anomalitlies u" will be much greater than for an undistorted

model {very wide cross-section)., Because of this dimensional
sensitivity, the well-mixed dispersion coefficient, E_, is not
suitable as a normalizing parameter for relating estuaries of

different dimenslons.

A more obvious means of non-dimensionalizing K is shown by

-100-
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considering the expression for K derived in Chapter 3 for the time-

averaged, steady-state conditien. For a constant area or variable

area estuary this is

s
K = qu ] {3-28)
9%
where
O
e =4
Therefore
K __s
u_L

i)

3%
appears as a ncen-dimensional representation of K in terms of the
ratio of two non-dimensional quantities which pertain only to the
salinity distribution itself. The similar form in tidal time would
be EEE where u is the maximum flood velocity at the entrance to
the zstuary. This form of non-dimensional dispersion parameter can
also be shown to result from a non-dimensicnalizing of the governing
salt balance equation.

A plot of GEE-vs.jED, where L is the estuary length and u0
is the maximum floo;)velocity, is presented in Figure 4.14 for the
results of the five W.E.S5. studies and for the Rotterdam Waterwvay
study of this investigation. Although this plot is for constant-

width estuaries it shows a correlation between estuaries whose

lengths differ by a factor of 1000 and over considerable variation

-~1G3-



9T'% 2INETJ

I'0

a
E1
00t08 09 Ot ol oL 8 9 14 [ | 8090 t0O
TTT 717 T T 1 T M_:___ T T _4__ﬂ__ T
|— —
ADmig|oM WDPIRON PUD
0
B s3m Jo3 9 sa ._x: 7
n o .
- SIm 4 -
-~ ' ]
. /rmmb) O ]
 — ;-ll.lll'.
'l.l’}ll-!l —ﬂ
9 o 5" | ]
- 01 S3Mm ©) sam ——0_
wbiem ey Buimd 2 © | =~
SIM WOpIeON -1

T

SR

diysuo1iD(@Jd 91q15%04

| I | i |1 I I |

Li

| I | i L1l 1

.0l

¢ O

-104-




within the W.E.S. tests themselves. Based on these results, was

¥
u L

o
taken as the normalized dispersion parameter and further studies of
variable-area estuaries were conducted both on a quasi steady-stare
and transient basis. The gquasl steady-state studies have added
other points to the curve which now extends cver two full orders of

magnitude in terms of the abscissa, This final correlation is

presented in Chapter VI as Figure 6,28.
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V. The Finite Difference Scheme

5.1 Introduction

The governing partial differential equations defining the
unsteady salinity intrusion for variable area estuarles as set forth
in Chapter 3 are not generally solvable by analytic methods. A
sotution, in terms of a finite difference representation of the
equations, is developed. Such a solution is approximate by nature
and is subject to possible errors which, if not detected and under-
stood, could render the sclution useless. The solution of the finite
difference model is executed by digital computer and it is important
to select a finite difference scheme which permits an efficient
solution in terms of computer time.

The major part of this chapter will be devoted to the
development of an accurate finite difference scheme for the solution
of the salt balance equation. First, the finite difference repre-
sentation of the tidal hydraulics will be presented essentially in
the form of Harleman and Lee (1969), but with the addition of a
term in the momentum equation representing the effect of the longi-
tudinal density gradient.

5.2 Finite Difference Tidal Hydraulics Equations

The continuity equation

oh , 3Q _

b at X

q=0 (3-2)
is represented in finite differences in the manner of Harleman and

Lee (1969).
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The instantaneous water surface elevatign above the reference

datum. h, can be written as
h = ZO + d -+ n (5—1)

where n is the instantaneous surface elevation with respect to the

reference water level, z, + d; therefore,

sh _ 3n
3t ot (5-2)

This permits Equation 3-2 to be written in terms of n as

an
bac? ?2 =0 (5-3)

The modification of the momentum equation including the effect of

the density gradient is

Ad
Wy ullyqdu, o, e, Adl g
at P 9dx ACth

This equation will also be written in terms of the two dependent

variables n and Q by employing the relationship of Equation 5-1

: Q ., 3(Q/A) .
and by replacing u by A (A Acore)' Expanding Y. cne obtains
2 Bz Ad
BQ 20 39 _ (q)° 2a 3d c 3, QM
—_ _— — —_— ——— G e—— = 0
PR ook [A ax T 8A5x Tt ax e te act
Rh

(5-4)

Eliminating %-2— by means of the continuity equation 5-3 and dividing

by 4,

13g 2 2bQ 2 2 aa 92, a4 . an
190,29 _2bgom _Qiaa, [ 2a, oy,
A ot 2 2 ot 3 3x Ix ax dx

A A A
g de 3 salal 0 (5-5)

oooax A2C2Rh
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Harieman and Lee show that the

¢
A3

— ' 1T can h
ax ¢ neglected leaving

the form of the momentum equation as

3z - =l d .
0 2 2bQ 3n o ,ed eny 0 Cfcoac Q{9
-1'3-:)‘1'—0“1'23.:+ng+31+&)( g: ax+g2;_ =0
- Adt 2 .

(5-6)

The finite difference equations are defined on a staggered grid ag
shown in Figure 5.1a. The comtinuity equation is explicitly solveq
first from time step n to time step n+2 using values of Q at time
step n+l. This yields values of n at time step n+2. The momenrwm
equation is then solved explicitly from time step n+l to time step
n+3 using the values of n at time step n+2. In this manner a
solution is advanced in time.

By letting time step n represent the middle of the time

interval for both the continuity equation 5-3 and the momentum
equation 5-6 the finite difference equaticns are written:

Continuity Fquation (with reference tc Figure 5.1c)
pR (nﬂ"'l _ nn—-l] n n

d Ui i . Qj+1 " Qj—l Qi Ty _
25t 24% 7% B

i S N B oy R

e
A

(5-7}

.3

e gt A A

where {Qtrib}x = lateral inflow between sections j+! and j-1.

domeatum Equation (with reference to Figure 5.1b)

Qn+1 - 1'.1‘1 n-1

° 1 L_QL + 23,1 [Qtrib]x _
AR L 24t { n}z .

: ] Aj 22x
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5.1b Staggered Explicit 5.1c Staggered Explicit
Molecule for ¢ Molecule for n
Definition of Staggered Mesh
Figure 5.1
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[An]z 2 20t 24¢
7h% £ 28%
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. TR U O R L
2AL g Dn 28x%x
3
gl

ITT_T— Q‘j‘"l] - WIJ] =0 (5-8)

The Chezv coefficient 1s writter in terms of the Manning's rough-

ness I'lj
1/6
cg‘ = 1 49 [(a.h)] (5-9)

The wind stress term introduced at the end of Equation 5-8 is

H;_‘___Ew aIV CDS\b |V‘] CDSUJj_ (5-10)
p{Rh]j
where,
Sw = wind shear stress coefficient = 0.0026
Py = air density
p = water density
Vj = absolute wind speed at sectioun j
wj = angle of wind to longitudinal axis of estuary at
section j
-110-
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Tor storage schematization (Figure 3.2b):

A? olll LOSNUN O O3 +% (”EH + ”?1]
b? - b,

AD
[Rh]? ) [, I_.e]j + 2djj+~n:i+1 + n‘j‘ 1
e -3t ()

For a trapezoidal schematization (Figure 3.2¢):

1 n n
b = [b ], + 25, [d, + > [ T ]
3= (Bly #2851y + 5 ngyg * g
&= Ib+[b]][d+l B ]
ki j+1 j-l
n
;- f—-# -
. 1] n n
d. + 1/2 [nn +n“ ] (2 b + b )
@ % = N ' k! j—lj core total
¢ J 6 bcore
where
1 ]
boore = 7 By t Prora)s @nd S is the slope.

5.3 Tinite Difference Salt Balance Equation

5,3.,1 Simplified Form of Salt Balance Equation

(5-11)

(5-12)

The application of numerical methods to the partial differ-

ential equation 3-21 (salt balance equation) including its variable
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coefficients and non-linear representation of the dispersion coeffi-
cient is far too complicated to yield results in terms of criteria
of consistency, stability and convergence. It is common practice

to consider a simplified version of the governing equation in crder
to apply technlques which permit an evaluation of the finite-differ-
ence scheme. The simplified form of the salt balance equation is
chtained by considering a constant area, censtant velocity and
constant dispersion coefficient representation of equation 3-21
which reduces it to the linear convective-diffusion equation written

with c(x,t) as the dependent variable.

2
dc Ic _ ac _
3t T " ax D 52 (5-13)

where V is the velocity and D the diffusion (or dispersion) coeffi-

cient, and c(x,t) is the concentration of the substance being

studied.

5.3.2 Stone and Brian's Method for a Minimum—-Error

Finite-Difference Scheme

Stone and Brian (1963) have coasidered an arbitrary six point
scheme constructed by means of weighting factors and applicable to
the %% and %& terms of Equation 5-13., Figure 5.2 shows how the
weifhting coefficients are assigned. The weighting coefficients

a, ;, b, d, ga g, and m are subject to the conditions

e
2 (5-14)
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An arbitrary form of the convective transport equation in difference

form can then be written

1 18 (ot _ n + ntl 0 +m anl - M +
ac |2 |53-1 7 Sy} TB Sy 3 i+l i+l

v g_f n n nt+l n+l n n n+l n
ax 12 cj_1)+ ‘ [J °j—1} * [C Y [“jﬂ CJJ
n n n+l n+l n+l
- - + ¢
1 [c -1 2e, + Cj+1] 1 [Cj—l 2Lj CJflJ ~
D12 2 ) 2 =0
(Ax) (Ax)
(5-15)
82c
where the Crank—Nicholson (1947) representation of the 5> term is
ax
emploved.

For appropriate boundary conditions the solution to the
convective-diffusion equation (5-13) can be written in terms of a
Fourier series by

i -wzuth

ulx,t) = [ A e sin wn (x - Vt) (5-16)

w=1

The selutien to the finite-difference analog of Equation 5-13 can also

be written in terms of a Fourier series as

J-1
ul = z A, o sin wn (jAx - Vénat) (5-17)
3 w=1

Stone and Brian have found the expressions for the decay factor : and
velocity factor ¢ which correspond to the generalized six point

difference Equation 5-15. The determination of the optimum combina-
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tion of welghting coefficients is the next step in their analysis.
The eriterion that p >~ 1 as D > 0 requires that c = %3 a=4d, and
m= %-which leave the remaining degrees of freedom ¢ , and 8. The
computational molecule becomes that shown In Figure 5.3. At this
peint the velocity factor ¢ and decay factor p are considered as
functions of the wave angle wnax for different values of B = E%i .
Figure 5.4 shows some of the results which have permitted Stone and
Brian to discriminate between combinations of € and 8., The two
curves for € =%-shcwing the velocity factor as a function of wave

angle indicates a good representation in the lower frequency range,

whereas the curve for 8 = 0 indicates a poor representation. The

N
|
L)
al —
§ I _‘:.:.::'I
ul R
: .
)
T
j ? F.al'llljr
a 09
&!— L]
LT ___'_‘—a__'_:j
A»..z-_--\-
a) Velocity factors b) Velocity factors ¢) Harmonic decay for
for 8 = 0.1 for 8 = 0.3 =1/2 and 8 =0

Curves for € = 2/3 and 1/2 correspond to 9 = 1/3.
The curve for B = 0 corresponds to € = 1/2.

B=Vﬁt
Ax

Velocity and Decay Factors
(from Stone and Brian, 1963)

Figure 5.4
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comparison of different schemes in terms of their velocity and decay
factor provides a rational basis for the selection of the best scheme.
This comparison is, in fact, a measure of the convergence of the
scheme,

Further investigation into the nature of a finite difference
scheme, can be achieved by evaluating 1ts truncation error, E,. This
truncation error 1s defined as in Richtmeyer and Morton (19€7) as
the difference between the partial differential equation and the
finite difference equation. It is evaluated by taking a solution to
the partial differential equation and expanding it in a Taylor series
and then substituting into the difference equation. By expanding a
solution, ¢, of 5-13 about the point n, j of the difference scheme

where the time levels are given as n + 1 and n - L the truncation

2 2?
error is (for & = %)
4 3 3
at’ax ot 2" ox] |
ol |8 (2] v ok Jnjele
2 3t3x2 6 Bx3 12 Bxa
Righer Order Terms (5-18)

The truncation error of 5-18 shows that the scheme is consistent
because as 4Ax and At pgo to zero, CT goes to zero, It also points
out that the Stone and Brian scheme is a second order scheme as its

2 2
terms are proportional to (Ax) and {(At)”. Finally, it is noted that
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2
there 13 no numerical dispersion term or term proportional to i—%, Some
X

previcus investigations have used first order schemes which contained
numerical dispersion., Such numerical dispersion is easily evaluated

by finding the truncation errer, ET. The truncation error is ex-

a2
pressed in terms of ——% and other terms, the coefficient of the A
3x oK
being the numerical dispersion coefficient.
In applying the finite difference scheme values of €= %

1
and 9 = 3 were used as recommended by Stone and Brian.

5.3,3 Construction of the Finite Difference Eguatien

Two approaches are possible in the construction of the finite
difference equation. One approach is to take each term in the P.D.E,
and to write the partial derivatives according to the scheme decided
upon. Then the variable coefficients of these derivatives and the
other terms must be written. At this point there are usually
alternative wavs in which each coefficient or non-derivative quantity
can be written, and the best way of writing these quantities is not
always cbvious, In the case of a mass balance equation, (e.g. the
salt balance eguation 3-21 ) another approach is that of considering
a mass balance on an elemental volume of the schematized system being
studied. Thus, as the original partial differential equation should
be obtained as Ax and At go to zero, it becomes a valid representa=
tion. The advantage is that in evaluating the change in flux and
in storage, the variable coefficients [4, E, Q] are represented in
a rational manner.

Although the first approach was followed in deriving the
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finite difference equations for the tidal nydraulics, the second
approach is taken for the finite difference equation for the salt
balance,

Following the indicaticns of Stone and Brian, the welghting

coefficlents corresponding to the six point computational molecule

are:

The time derivative weighting coefficients are taken as
g+8=1

thus allowing the user of the model to vary the value of 6. (In this
study 9 = % and g =-% were used.)

The finite difference equation is derived by performing a
mass balance over an elemental volume (defined by the distance loca-
tions 2m-1 and 2m+l) and considering conditions at time 2n as defined
by the average of conditions at time 2n+l and 2n-1 if necessary. The
alternating grid and schematic contrel volume are shown in Figure 5-5.
The origin of the longitudinal axis, x, is taken at the ocean with
the positive sense upstream.
Net salt advected Net salt dispersed

= into the volume + into the volume
during time 24t during time 2At

Increase in salt
during time 2At

(5-19)
The increase in salt mass during time 2At can be expressed as

that present at time 2n+l less that present at time 2Zn-1:
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Figure 5.5
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= |
Increase in salt 8 2n+1 Zn+l a 2n+l
= |— = 20
during time 24t 5 (As), o +oglAs)y 0+ g (As)y o0 2B
0 2n-1 2n-1 i 2n—-1
- - = 2A
L? (AS)2m~2 + g(As) - 3 (&\5)2 b2 X
(5-20)

The net salt advected into the elemental volume during time
2At is given br that advected in across boundary 2m-1 less that

advected out across boundary 2m+l.

[ on+l | 2n+l 2n-1 2n-1]
Het salt advected ( ,fgﬂ“z + SZm 5 ym=2 + Som |

into the volume = QZm—l
during time 24t L

’32n+1 L2t 2nel J2n-1
22 Zm 2m+2 2m IAt

= Qyp

(5-21)
The net salt dispersed into the control volume during time 2At is
similarly exrressed as that dispersed in across boundarv 2Zm-1 less

that dispersed out across boundary Zmtl.

2 + + - 2 -
into the velune = 5 33 J
during time 2At Lh x
[52n+1 _ Gl 2n-l 52n~’-1\‘
22 2m 2m+2 ~ 2w
* (E")zml 8% ‘JZM

(5-22)
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Substituting the expressions 5-20, 5-21, and 5-22 into Equation 5-19,
then solving for the salinities at time 2nt+l in terms of those at

2 .
time Zn-~1 and multiplying by ige one obtains:

2n
ntl |, Ax 2041 20 _(Eé:)_%“}.‘_l
S 2m-2 At "2m-2 2m-1 Ax
Zn n
2o+l ), Ax ,2atl QZn " Q2n + (EA)Zm—l +(EA)2m+1 } +
Som 8 2t “2m Im-1  “2m+l 2% B
n T
2n+l 78 Ax A2n+l + Q2n _ {EA)2m+1 _
Somt2 At C2m+2 © V2ml AX
-l
n A
(EA)
2n-1 Ax L, 2n-1 2n 2m~1
S am-2 [29 it Pom-2 T Qw1 T TTax *
2n In
S2n-~1 4 QE_A2n-l + 2n _ QZn _ (EA)Zm—l - (EA)2m+l +
2m 8 3t “2m Wm-1 = Yme1 % Ax
2n
sZn—l 28 Ax AZn—l _ QZn + (EA)2m+l
2t At T 2mt2 2atl Ax
(5-23})

Equation 5-23, when applied to all centrol volumes centered
about interior salinity points, establishes the interior set of
simultaneous equations which when combined with the boundary equations
will permit a solution to proceed in increments of 2ZAt.

5.3.4 Boundary Equations

5.3.4a Compatability

In the previous section the finite difference equation for
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an interlor elemental volume was developed in terms of a mass
balance on that volume. The discretization of the estuary is a
series of these elemental volumes and for each interior elemental
volume there is an equation of the form 5-23. The compatibility
condition is that the flux across the boundary of each interior
elemental volume be identical to the flux across the corresponding
boundary of the adjoining volume. Vielation of this compatibility
conditlion would create or destroy mass, Inspection of the expressicns
5~21 and 5-2? show that for the interior elements this compatibility
condition is satisfied. This condition will be used in order to
correctly formulate the boundary equations as shown I1n the next
sections,

5.3.,4b Upstream Boundary

Figure 5.6 shows the representation of the estuary near the
section at which the boundary condition of zero flux of salt is
establizshed. An elemental volume, one-half the length of the
interior volumes, is considered and a mass balance performed. The
advective flux across section Zm-1 into the final volume can be
written:

2n+l |, 2n+l | 2n-1 2n~1]
Som-2 T Sam T Sop2 T Sop
A

2n
Up-1

With reference to Equation 5-21, it is seen that this is the same
advective flux formulared across 2m—1 in terms of the volume centered

at 2m-2. The dispersive flux into the final volume is also compatible
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with the adjoining element when written:

2n 2n+l 2o+l 2n-1 2n-1
P | fam "%z S T Sowed
2 2Ax 2Ax

To express the change in salt by storage, an evaluation
similar to that of Equation 5-20 must be made. The quantity,As,
applicable to the final volume will be evaluated at sections ?m and
2m-2 and the weighting factors will be chosen as (1 - gﬂ and % 50
as to compliment the coefficlents coming from the equations of the

adjoining volumes,

2n+l

Increase in salt _ ré 0
7 (As)y 5 + (0 = 5)(4s) Ax

during time 2At 2m

-

— —

8 - 8 2n-1
- E-(AS)zm_z + (1 -‘5)(AS) Ax

2m

(5-24}
Eguating the increase in salt to the flux across section 2m-1 and

multiplving by %;—yields the boundary equation.

- 2n
S2n+1 a Ax A2n+l N Q2n _ (EA)Zm—l +
2m—-2 At 2m-2 2m-1 Ax
B 2n
(EA)
2n+l 4x ,2n+l 2n 2m-1| _
S2m @2~ 3t Am " Gt TR =

2n—-1 Ax ,2n-1 2n 2n
& om-2 8 At A2m—2 +'(}211:«1 + (EA)Zm—i] +
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n
2ol [ gy bx g2ty Q20 (BA) yp-1
2m 2m-1 Ax

(5-25)

5,3,4c Ocean Boundary

As described in section 3.4.4, treatment of the ocean boundary
is divided into twe parts depending upon the direction of flow. In
the case of flood flow, the ocean salinity is specified at the boun-
dary and this specification can be incorporated into the set of

simultaneous equations as an additional equation of the form

82n+1 =g (5-286)
1 o

The last interior elemental volume centered at section 3 (Figure 5.7)
can be treated in the normal fashion as the specification of the
boundary salinity is all that is necessary for evaluation of its
correspending difference equation,

In treating the case of ebb flow a computational half
element is considered as shown in Figure 5.8. By an argument similar
to that for the upstream boundary coenditiom, the weighting factors
1 - %) andE are used at stations 1 and 3 respectively in evaluating

2

the time rate of change of As. Then

Increase in salt _ 8 2o+l 8 2n+l
during time 2At [ )(AS) 3 (AS)3 } hx

- [(1 - S e S @i 1] b
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The advective flux across section 1 is written

{SZn-I-l + Zn~-1

2 s
Advective Flux in = an l L 7 L {(5-28)
where Qin can be obtained by continuity as
n 2n Ax 2p+l _ Zn-1 2n+] 2n~-1
Ql QZ + 4At bmrel [nl M +bcore2 [n?. 2 }
-1 (5-29}
and 'n2 =3 (nl + n3)
The advective flux across section 2 1is
” S§n+l N S::z:1+1 + S;_l>n-1 . Sgn-l]
Advective Flux out = Q2 i
(5-30)

The dispersive flux across section 1 is approximated by

- 2n Zn+l 2o+l n-1 In-1i
“EA) 8 -8 s -5
Dispersive Flux in = L 3 1 + 3 1
2 2Ax 24X

and the dispersive flux across section 2 is

2n 2n+l 2n+1 2n-1 2n-1
(EA)5" |83 - s] sy = 5
Dispersive Flux out = 5 The + Jix

(5-32)
Combining these relations in the form of a mass balance results in the

ocean boundary equation for downstream flow.
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[ 2n 2n
EA - (EA
2n+1 7 9) Ax A2n+l _ 2Q2n +‘Q2n B ( )l ( )2 +
1 T ar ™M 1 2 A%
. 2n Zn
2041 |y &x p204 | on BNy =GR
53 at 3 2 AX
2n 2n
2n-1 Q- 8 bx A2n-1 +_2Q2n - Q2n + (EA)l (EA)Z +
51 At 1 1 2 A
Zn n
G-l o Ax 20-1 20 (EA), - (EA),
3 At 773 Q2 Ax
(5-33)
3.3.5 Representation of the Dispersicn Coefficient
B(x,t) = K 22| + E, (3- 25)
ax
B Ge,t) = 77 0w Rhs”f' (3- 29

The above two equations serve to define the dispersion coeffi=-
clent for the salt balance equation. The g%-term introduces a non-
X
linearity if introduced directly and consequently it is evaluated at
the previous time step. The '"u" of Equation 3-26 is defined by
Q(x,t)!Acore(x,t) and the hydraulic radius Rh is calculated by

Equation 5=11 or 5-12 depending on the type of schematization.

5.3.6 Solution of Simultaneous Linear Equations

The simultaneous, linear equations resulting from the applica-
tion of the implicit finite difference molecules form a tri-diagomnal
set of equations. The solution of such equations is commonplace in the

field of numerical methods. Usually the solution is performed as an
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adaptatlon of the Gauss elimination procedure comsisting of a forward
pass which reduces Che tri-dlagonal matrix to a matrix with unity on
the diagonal and single upper diagonal. Back substitution 1s then
performed. The bookkeeping is reduced to enable rapid selution by
digital computer and only the three diagonals are treated during the
process. Further details can be found in many texts and publicatioms,
for example: Carnahan, Luther and Wilkes, 1969; Richtmeyer and Morton,
1967, and Ames, 1969,

5.4 Choice of Ax and At

The requirements imposed on possible values of 2x and At are
most severe in the case of the solution of the continuity equation and
the conservation of momentum equation.

This criteria is

AX
At <
— utec

{5-34)
where u is the average cross-sectional velocity and ¢ is the wave
speed, JEH , at the same location. This is the Courant criteria for
stability of explicit schemes and is an approximate measurée as the
non-linear aspect of the equations is not accounted for in Equation
5-34.

The choice of Ax should be based upon the necessity of detail
for a particular application in the case of real estuaries. The
definition of the toe of the salinity distribution is a useful aid

in determining a Ax which is not too large. This is a trial and error

procedure wherein one examines the degree to which the salinity
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oscillates about the asymptote ( usually s = 0). A smaller &x will
reduce the oscillation, a larger Ax will allow it to be greater. Once

4% is chosen Equation 5-34 will give an approximate criteria for 4ot.
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VI. Schematization of Real Estuaries, Verification of Tidal

Hydraulics and Determination of Dispersion Parameter under

Steady State Conditions

6.1 Introduction

A longitudinal dispersion relationship of the form

(=]

3s

4%

E(x,t}) = K + E (6~1)

T

was developed in Chapter III, experimental salinity distribution
data from laboratory tidal channels was used in Chapter IV to verify
this relationship and to show that the dimensionless dispersion
parametey KfuoL was a function of the degree of stratification as
measured by the estuary number {(Figure 4.14)., The objectives of
this chapter are to show that this dispersion relationship is valid
in real estuaries and to provide additional information on the
correlation of the dimensionless dispersion parameter and the estuary
number under the condition of quasi steady salinity intrusion. The
validity of the numerical model as a predictive tool under transient
conditions will be demonstrated in Chapter VII.

Three east coast estuaries, the Delaware, Potomac and Hudson
were chosen for this phase of the study. These estuaries were
chosen because of the availability of salinity distribution data
vhich might reasonably be assumed to be representative of steady-
state conditions. In addition, the treatment of the downstream
boundary condition, which is appreciably different in these three

estuaries, is representative of the range of boundary effects found
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in the majority of estuarine problems.

6.2 Steady-State Concepts for Real Estuaries

A truly quasi-steady-state salinity distribution probably
never exists in an actual estuary. The assumption of such a steady-
state condition implies that the tidal range at the ocean end is
constant from one tidal period to the next and that the rate and
distribution of all fresh water inflows to the estuary is also
constant. It must also be assumed that the period of time during
which tides and inflows are constant is long enough to allow the
salinity distributien to stabilize te a quasi-steady condition from
an antecedent transient condition,

Historically, steady-state mathematical models were among the
first tools available for studying estuaries. Consequently there
was a need to find or approximate a steady-state in nature in order
to apply these tools to real situations. In this study the quasi
steady-state condition permits a determination of the dispersion
parameter K for a corresponding condition of stratification as
measured by the estuary number,'ED. The validity of the K values
determined will depend upon the degree of approximation inherent
in the steady-state assumption for a given estuary.

6.3 The Delaware Estuary

6.3.1 Geometry and Schematization

The general shape of the Delaware Estuary is shown in Figure
6.1. The region being studied is defined by the head of tide (a

closed end) at Trenten and by the natural ccean entrance at the
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two capes, Cape May to the north and Cape Henlopen to the south. The
ocean boundary is well defined in this case. A schematization has
been performed based on the "Table of the Accumulated Mid-tide Vol-
umes", U.S. Army Corps of Engineers (1951), Data Source Reference 1.
Storage is not included in this schematization and the resulting
schematized cross-sections are of the form shown in Figure 3.2b with
Figure 6.2 {a,b,c) show the variations in width,

total bcore'
core’ and depth, d as well as a comparison of the resulting cross-
sectional areas used in the cemputer program to the data source.

The schematization has been extended to 70 sections as shown
in Table 6.1. The first section is at the ocean boundary where x = 0.
The length of the estuary is 693,475 feet (131.34 statute miles) from
the first section at the ocean to the last section at the head of
tide. An interval of discretization of about 1.9 miles or Ax = 10,050
feet was established. Some of the cress-sections were interpolated
from intervals of 3.4 miles, therefore the accuracy in terms of the
geometric detail is only good te this larger interval.

The choice of At is based on considerations of stability as
defined by Equation 5-34 Applying this relationship for an assumed
cross~sectional velocity of 2 ft/sec and a wave velocity, ¢ = ¥gh for
h = 41 feet, gives At < 262 seconds. This value was considered an
upper bound and a smaller value of At = 178.85 seconds was taken
corresponding to a division of the tidal period of 44,712 seconds into

250 increments.
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Section

O D= A

Depth
(fr)

4] .00
A7.00
34,00
30.00
2¢.00
2700
21.00
Zl.00
21 .00
21.00
21.00
21,00
?1.00
21 .00
21.00
21.00
21,00
21.00
21.09
21.00
2l.0cC
21.0G
?1.00
21.00
Ji.79
21.00
21.00
21.00
Z1.00
21.00
Z1.u0
21.3v
2.7
270.9°
21.37

z
(ft)

‘20-00
~16,70
-13.00
=0,00
-5.00
=1.00
0,02
0.00
0.400
0.740
0.00
0.01
0.00
3. 010
D.00
D03
d.07
Q.37
GO0
N0
3,00
CL00
Jeu2
Q.00
Gadd
D.07
0.0
.00
3,00
(A ]
Nand
0.30
Q.
0.03
~C.32

Width
(£e)

79500,
A6A00.
55000.
124000,
124400,
142C0C.
140000,
132500,
122800.
114200,
106000,
FE254 .
ASGAZ.
15241,
£2357,
EN2hE.
&1499,
16230,
370C9.
298145,
2A189,
23R649,
21417,

195970,

17&1R.
16£CH4,
149GC,
12912.
12111,
12481.
11910.
1134&,
1C789.
1CCAC,

G52h%.

(fr)

1,00
37.20
34,30
AQ.00
26,00
272.0C
21.00
?21.0C
2170
21.00
21.0C
21.00
21.00
21,00
21.0C
21,10
?21.00
21.00
2l.00
Zl.00
21460
1. 00
21400
Z1.40
21.00
71.4C
71.00
71.00
21.00
21.00
71.00
21.10
0T
2095
21432

Schematizarion of Delaware Eatuary at ML
(Section No. 1: Cape May - Cape Henlopen, shown io Figure 6.1)

Table 6.1
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-20.00
-1%,00
~13.00
=9 .00
=-5.00
=1a0C
0.00
0.0C
.00
0.00
.00
Je 30
0,ne
Ja 00
1,00
0,00
a,un
J.00
0.00
Q.00
J.0C
G.0C
rL,00
2.00
B.0C
3.0C
0.0
Q.00
.00
J.00
0.0C
Za M
J3.07
J.0%
~3.32

Width
(fr)

75500,
&6800.
4510,
10R3Q0.
1245600,
142000,
140306
137500,
12?2600,
114700,
1040€0
254,
48682,
Tezet.
£33157.
RO746.
41489,
3623,
32909,
ZRA1A,
76189,
21964,
21677,
17860,
17619,
1A0R4.
14000,
11312.
11111.
12481,
11910
11140,
10754,
10080,
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The mean water level increases about l%— feet from the capes
to Trenton, however this change was not included in the schematizatiom
as a change in datum. The approximation implied by this procedure is
a deepening of the cross-section equal to the difference between local
mean water level and mean water level at the ocean entrance. As the
water depth 1s considerably more than this difference, no significant
error is involved.

6.3.2 Verification of the Tidal Hydraulics

Although a detailed verification of a similar schematization
was given by Harleman and Lee (1969) it is necessary to repeat the
verification because the schematization for this study is carried to
the ocean entrance and because the effect of the density gradient is
included in the momentum eguation, The resistance coefficient,
Manning's n, becomes the controlling variable for achieving verifica-
tion as has been shown by Harleman and Lee. The values of Manning's n
used in this study are shown in Figure 6.3.

The U,S, Army Corps of Engineers' Mean Tide Curves (1948},
Data Source Reference 2, provide verification of surface elevation
data throughout the tidal period for several stations and Includes
the phase relation between staticns., Figure 6.5 shows the verifica-
tion obtained using the Manning's n relation of Figure 6.3 and the
salinity distribution shown in Figure 6.4. Comparison with the Mean
Tide Curves is made at Ship John, Marcus Hook, and at Torresdale.
Figure 6.5(a) shows the tidal elevation at the ocean entrance which

serves as the boundary conditiom, n(0,t) for the quasi steady-state
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verification of the tidal hydraulics. For the upstream statioms the
predicted elevations lag those from the Mean Tide Curves by .02 to
.05 of a tidal period at Ship John and at Marcus Hook, increasing to
.05 to .07 of a tidal period at Torresdale, the lag near high water
being the larger of the two. The computed tidal range at the three
stations is in excellent agreement at Ship John and Torresdale and
differs by about 5% at Marcus Hook. The predicted water surface
elevations are generally higher than the verification data. In terms
of mean water level, the predicted values are about 2 1nches high at
Ship John, 4 inches high at Marcus Hook and 6 inches high at Torresdale.
In general the verificatien is satisfactory.

No attempt has been made to compare discharge or velocity
measurements because of the difficulty in obtaining data which
corresponds to the cross—sectional average velocity.

$.3.3 Quasi Steady-State Salinity Distribution Studies

Slack Water salinity distribution data is presented in the
Delaware River Model Study No, 2 (1954), Data Source Reference 3,
for several different steady conditions of fresh water inflow. This
data is actual steady~state data, inasmuch as it was obtained by a
repeating ocean tidal amplitude and constant fresh water inflows in
the model. This study has used the data corresponding to three
different fresh water discharges; 5000 cfs, 10,600 cfs and 16,475 cfs.
These fresh water discharges correspond to inflows downstream as far

as and including the Schuylkill river. Other discharges further
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downstream were included in the steady-state study. These were

1,100 cfs at the Christina River, 430 cfs at the Salem River, 725
cfs at the Cohansey River and 1,450 cfs at the Maurice River. These
dovnstream tributaries were considered secondary in their effect on
the salinity profile and were held at these values during the steady-
state calculations.

The numerical model can easily furnish slack water salinity
values because it produces discharges and salinities throughout the
tidal period. 1In this study the high water slack salinities have
been chosen for verification purposes, The high water slack salinities
are obtained during the numerical computation as follows: at the end
of each tidal period the discharge at each statlion is reviewed to
determine the time increment corresponding to the change from flood
flow to ebb flow. The salinity at this time in the tidal periocd is
selected as the high water slack salinity.

By comparing the high water slack salinities calculated by
the numerical model with those measured in the Delaware model it is
possible to find the value of the dispersion parameter K correspon—
ding te each condition of fresh water discharge. Two procedures
were used to find the K values.

The first procedure was to assume a value of K and a geod
approximation for amn initial salinity distribution. The numerical
model was run until the salinity distributions in two successive
tidal cycles were within a tolerable error. Although this procednre

was satisfactory in studying the constant width estuaries of the
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W.E.S. flume and the Rotterdam Waterway, it was found in the Delaware
Study that a convergence to about 0.04 ppt was not a good indication
of a steady state because the convergence was very slow. In the
W.E.S. studies a tolerance of 0,02 ppt could be reached with only
two to three tidal periods of calculation after a 0.04 ppt was
reached. For the Delaware such a convergence would require thirty
to forty tidal cycles. During these additional tidal cycles of
computation the salinity distribution would change significantly.

In an effort to find a more sensitive means of determining
the quasi steady condition a second procedure was developed which
resulted in a substantial saving in computer time.

This procedure starts the quasi steady state calculations
with the final desired salinity distributicn as the initial condi-
tion. Then, for a particular value of the dispersion parameter, K,
the calculation is made for about ten tidal periods. The movement
of the toe of the high water slack salinity distribution is determined
using the last five tidal cycles. This is done for several values
of K and the movement of the toe is plotted for each K. Such a plot
will determine the value of the dispersion parameter K which holds
the toe of the high water slack salinity distribution steady, thus
defining the K for that steady-state condition. The reason for
choosing the toe of the distribution is that salinity data near the
mouth of the estuary was not available.

Figure 6.6 shows the determination of the best K values

for the three conditions of fresh water discharge, To show that
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convergence is the result of a sufficient number of tidal cycles a
run of 60 tidal cycles was made starting from an initial conditiom
which was a linear salinity distribution. Figure 6.7 shows the
resulting convergence.

The high water slack salinity distribution after 30 cycles
of calculation has a tolerance of 0.07 ppt which means that the
previous cycle's (29th cycle's) salinity values differed from this
cycle's values by a maximum of 0.07 ppt. Thirty more tidal cycles
of calculation produce a significant change in the high water slack
distribution as evidenced by the curve for 60 cycles. The maximum
difference in salinity between successlve cycles, is now reduced to
0.02 ppt which shows that convergence is taking place.

It should be noted that in the studies of real estuaries,
the dispersion coefficient relationship was assumed to be

981 + 3 E (6-2)
ax

E(x,t) = K T

The multiplication of ET by a factor of three results in an ingcrease
in E(x,t) which is significant only in the fresh water region. The
justification for this modification is based on the range of possible
values for the dispersion coefficient in the fresh water region
suggested by Holley, et al (1970) and also by the demonstration by
Lee (1970) that the factor of three will have a relatively insigni-
ficant effect. The additional dispersion is of some benefit numeri-

cally due to increased damping. 2

P ED

The calculation of the estuary number, IED = QET is part
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of the numerical calculations and proceeds as follows.

the tidal prism is defi

1) PT' D ned as the total volume of
vater entering the estuary a1 the flood tide. It is calculated
py numerical integration of the discharge at the entrance,

’ u

L8] . :
2) E.D = —=—r s defined by the maximum velocity at the
Vgh o

entrance, the depth at the entrance and the maximum change in density
fron the fresh water end t. the ocean or downstream end of the estuary.
4s the discharge, 7, of the staggered finite-difference scheme is
defined at the second staticon from the ocean or seaward end of the
estuary the area and depth at that same location are used in the
calculation.

3) Qf is the fresh water discharge and is taken to be the
sum of all fresh wotwr discharges upstream of the saliniry intrusion
region. In the case of the Delaware it is the sum of the inflow at
Trenton and the discharge of the Schuylkill River.

4) T is the duration of the tidal period in geconds, and
is taken to be 44,712 seconds for the Delaware study.

For the three conditions of fresh water discharge, Qfs the

parameters defining the estuary number TED are

' | !
% Py T B o
cfs cu.ft. Cfesec fto, o L Lo
5,000 | 9.03 x 100 P04 037 1 0,021 | 409 67.%
|
| | |
10,600 | 9.02 x 10'0 | 2,04 |37 | 0,021 ] 409 3.7
,r R
i &
16,675 | 9.00 x 1010 | 2.04 |37 Loz | w08 [0
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The dimensionless dispersion parameters K/ujL which correspond to
the X values shown in Figure 6.6 are based on the above Uy values

and the total length L = 693,475 feet,

Qf in ft3fsec | K in ft2/sec K/uOL
-4

5,000 938 6.63 x 10
10,600 1158 8.18 x 10
16,475 1632 1.15 x 1079

The values of the dimensionless dispersion parameter K/uOL

ik and the corresponding estuary numbers IE_ are plotted in Figure 6.28.

D
They are in good agreement with the previous results from the W.E.S.
and Rotterdam studies.

6.4 The Potomac Estuary

6.4.1 Geometry and Schematization

Figure 6.8 shows the general plan of the Potomac from the
head of tide at Chain Bridge, a few miles above Washingtom, D.C.,
downstream to its confluence with Chesapeake Bay - a distance of about
114 statute miles. The irregular form of the Potomac is furtherx
complicated by embayments which represent a considerable volume of
storage, about 107 of the entire accumulated volume from Chain
Bridge to the Chesapeake.

Jaworski and Clark have compiled data on the geometry of
the Potomac in a form which is especially adaptable to mathematical
modeling (Data Source Reference 4}, Table 6.2 and 6.3, taken from

the data developed by Jaworski and Clark, form the basis for the
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Segment Geometry of Potomac Estuiary
Excluding Embayments (Mean Water Data)
(from Jaworski and Clark, Data Source Reference 4)

£

Segment Length Average Average
Number in ft Width Depth
(from Chain Bridge) in ft in ft
1 14,890 559 24.7
2 10,665 1,302 20.0
3 9,187 2,092 10.8
4 9,504 2,677 10.5
5 8,396 2,911 13.2
6 11,404 2,708 13.2
7 13,992 3,739 12,2
8 11,300 4,227 13.2
9 13,516 3,386 20.0
10 10,085 5,695 13.2
11 13,570 4,118 18.5
12 24,129 6,086 17.0
13 15,312 8,053 15.5
14 14,732 12,368 12.1
15 22,387 8,732 20.5
16 21,859 10,799 17.9
17 22,123 16,950 13.7
18 25,291 15,475 14.2
19 28,354 8,856 20.3
20 24,816 13,186 15.3
21 27,614 10,321 22.3
22 32,103 17,406 20.7
23 33,739 24 757 18.8
24 31,152 30,397 20.2
25 28,934 20,830 18.35
26 42,135 27,043 25,0
27 31,416 26,846 33.0
28 51,163 44,342 27.4
Table 6,2
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Embayment Data for Potomac Estuary (Mean Water Data)
(from Jaworski and Clark, Data Source Reference 4)

Name Average Volume Location
depeh e’ 2 207 Shain Bridge)
Columbia Island Channel 6.40 0.16 4,65 - 5.76
Tidal Basin 10.40 0.46 5.81
Washington Channel 24,45 1.98 7.60 - 8.20
Anacostla River 15.45 5.56 7.60 - 8,20
Four Mile (Hunter Pt.) 12.45 0.79 8.79 - 9.70
Oxon Creek (Upper) 9,40 1.28 10.55 - 12.13
Oxon Creek {(Lower) 9.35 1.71 12.13 - 13,57
Hunting Creek 3.35 0.71 12.13 - 13,50
Broad Creek 4,30 0.70 14,90 - 15.92
Piscataway Creek 4,20 L.53 18.11 - 18.63
Little Hunting Creek 3.10 0.14 19.90 - 20.33
Dogue Creek 4.05 0.72 21.85 - 22.80
Gunston Creek 5.00 3.27 24,02 - 25.42
Pomonkey Creek 3.95 0,35 26.73 - 27.10
Belmont Bay 4,80 3.33 31.45 - 34.09
Occoquan Bay 5.80 8.63 31.45 - 34.09
Powells Creek 2.80 0.54 34.79 - 35.92
Mattawoman Creek 8.80 6.56 34.13 ~ 35.60
Quantico Creek 2.70 0.79 38.10 - 38.55
Chicamuxen Creek 3.70 0.84 36.91 - 37.75
Chopawamsic Creek 2.67 0.36 40.75
Mallows Bay 4,65 0.21 41.64 - 42,44
Aquia Creek 4.60 4,65 46,89 ~ 48.40
Potomac Creek 3.58 2.76 4G.20 - 49.70
Nanjemoy Creek 3.55 444 58,18 - 32.20
Port Tobacco River 6.75 11.06 §2.00 - 63.80
Table 6.3

(to be continued)
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Name Average Volume Location

o x Chatn Bridge)
Ipper Machodoc Creek 5.80 4,16 69.45 - 71.32
Rosier Creek 3.80 0.55 72,60 -~ 73.27
Cuckold Creek 2.80 0.47 72.00 - 72.21
Monroe Creek 3.80 0.70 75.90
Mattox Creek 5.80 3.60 75.98 - 77.32
Popes Creek 1,85 0.23 79.15
Wicomico River 9,92 38.62 80.52 - B2.85
St. Clement Bay 9.90 15.25 86.05 - 88.35
Breton Bay 9.90 13.40 89.36 -~ 90.20
Nomini Bay 6.80 8.57 87.26 - B9.48
Lower Machodoc Creek 7.85 7.27 91.15 - 93.38
Herring Creek 4.80 0.88 96.10
St. Georges Creek 5.75 4.45 102.96 - 104.35
St. Mary's River 11.75 33.51 102,96 - 104.35
Yeocomico River 6.63 .39 103.80 ~ 104.65
Smith Creek 7.5 3.77 105.15 -~ 106.65
Coan River 6.60 6.63 107.20 - 109.00
Hull Creek 6.60 1.34 113.00

Table 6.3
(continued)
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schematization of the Potomac, The first table defines the estuary
geometry, excluding embayments, for 28 segments of unequal length
(Table 6.2). This table defines the core width and the depth.
However, the data must be interpclated to equal intervals and it is
necessary to provide a definition of the cross-section at the two ends
of the estuary. This definition was made by using the local U.S.C. &
G.S. charts (101-5C) for the schematization of the cross-sections at
the end locations. A continucus parabolic interpoclation was performed
ylelding 40 cross-sections at equal intervals of 15481 feet.

At this point the conveyance area or core area of the schema-
tization is defined. It is now necessary to include the embayments
which provide storage, With reference to Figure 3.2b it is seen that
the embayment veolume can be schematized into an equivalent box
of length Ax, depth d' and width btotal - bcore' As the length of
the equivalent storage volume is given, definition of the depth, d',
{s sufficient to determine the equivalent width. Fortunately the
data of Jaworski and Clark includes both embayment volumes and their
average depths. Table 6.3 gives the name, average depth, volume and
location of the significant embayments. The schematization was
extended to include this data by assigning embayment volumes to
those of the 40 segments whose reaches corresponded to the embayment
locations. The longitudinal distance over which some embayments
extend corresponds to portions of pne or more segments. In such
cases the volume assigned is proportional to that part of the longi-

tudinal distance corresponding te each segment. The resulting schema-
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tized cross-secticns are described numerically in Table 6.4 and

graphically in terms of b d and d' in Figures 6.9 and

core’ btotal’
6.10.

The Ax for this schematization in 15481.2 feet which
corresponds to a total length of 603,768 feet (114,35 miles) from
the first section (x = 0) at the entrance to the last section at
Chain Bridge. The required At to insure stability of the finite
difference scheme for the tldal hydraulics equations was found to

be At = 372 seconds for a tidal period T = 44640 seconds (12.4 hours).

6,4,2 Verification of the Tidal Hydraulics

Ir the absence of data defining the tidal elevations through-
out the tidal cycle for various stations, data from the Tide Tables
{Naticnal Ocean Survey, formerly Coast and Geodetic Survey) was
used. This data defines high and low water elevations and times
of hipgh and low water for mean conditions. One of the chief diffi-
culties in using this source of data is in establishing the datums
for the high and low water data. The tide tables refer to the local
datum for the particular station, but do not give any information
on these local datums.

In the study of the Potomac Estuary the variation in mean
water level was neglected as in the case of the Delaware. In
using Tide Table data for verification, it was decided to use only
the range (HW - LW) and the Time Lags in as much as the verification

of High and Low Water plames requires knowledge of the local datums.
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The 1969 Tide Tables were used, the pertinent reference station being
Washington, D.C.

To verify tidal range a mean tide condition was taken with
the range at the entrance 1.4 feet and the range at Washington, D.C.
2.9 feet. The tidal data based on this condition is shown in Table
6.5. 'The numerical model was run with an average fresh water dis-
charge of 3400 cfs at Chain Bridge and with a the salinity distribu-
tion as shown in Figure 6.11. The tidal hydraulics are relatively
insensitive to changes in the galinity distribution.

Quasi steady-state studies of the discharge and water sur-
face elevations were made using different values and distributions of
Manning's n. The best verificatiou found corresponds to & Manning's
n of 0.018. This verification in terms of tidal range and High and
Low Water phase lags is presented in Figures 6.12 and 6.13 respec~
tively. The asterisks in these figures represent the verification
data of Table 6.4. The tidal period was taken as 12.4 hours and
the time increment, &t, was 372 seconds. As the lags are given at
intervals of 2At the seeming lack of continuity in Figure 6.13 can
be attributed to the discretization.

6.4.3 Quasl Steady-State Salinity Distribution Study

To verify the qumerical model under quasi steady state

salinity distribution conditions it is desirable to have salinity

data for various stations along the length of the estuary at

frequent intervals of observation. The two sources of data

available consisted of a collection of thirteen surveys made by the
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Chesapeake Bay Institute during 1965 and 1966 (Data Source Reference 3)

and the Nutrient Transport Study data furnished by the FWPCA covering

the period February 1969 to March 1970 (Data Source Reference 6).

The Chesapeake Bay Institute data is in the form of salinity
measurements at different depths for eleven stations covering the

estuary from its confluence with the Chesapeake to the Arlington

Bridge at Washington. Unfortunately the data was taken at monthly

intervals which is far too large an interval to define a steady~state

condition.

The Nutrient Transport Study data consists of surface

chloride data only, however it was taken at weekly intervals., After

reviewing the Nutrient Transport Study data, it was decided to take

the period May 5 - May 27, 1969 as an approximation of a steady-state

period, The hydrograph and salinities for this period are shown in

Figures 6,14 and 6.16. An average fresh water discharge of 3960 cfs

was calculated as the quasi steady-state fresh vater input at Chain

Bridge. (Figure 6.15 shows the determination of an average salinity

at the most downstream station, Piney Point.)

The boundary salinity relationship at the entrance to the

Potomac Estuary is distinct from that of the Delaware in that the

entrance iz not at the ocean, but at the confluence of the Potomac

with the Chesapeake Bay - another estuary. The Chesapeake is

decidedly larger and the principal source of fresh water is the

Susquehanna River which has a median discharge at Harrisburg,

Pennsylvania of from 7,000 cfs to 75,000 cfs as compared with the
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Potomac River near Washington, D.C, which has a median discharge
varying from 3,000 cfs to 20,000 cfs, Figure 6.17 gives an idea of
the relative sizes of the two estuaries.

The case of a smaller estuary emptying into a larger estuary
is analogous in several respects to an ccean boundary on the smaller
estuary. The flow in the larger estuary will act in a similar
fashion to the longshore currents which were the basis for the
development of the ocean boundary condition., Consequently 1f the
salinity of the larger estuary is known in the vicinity of the
entrance to the smaller, then this salinity can be taken as the
maximum salinity, Sy during flood flow. This assumes that the
salinity in the larger estuary does not vary appreciably over the
tidal cycle.

By taking the excursion in the Chesapeake during flood
flow as about 8 miles (maximum velocity of about 9/10 kts) and
referring to the salinity contours of Figure 6.17, one can estimate
that a total variatien in salinity of 1 ppt. can be expected during
the flood flow, As this variation is not extreme, the ocean houn-
dary treatment can be employed as a reasonable approximation as
long as the salinity, 857 is specified for the flood flow.

In this study data on the salinity in the Chesapeake was
not avallable for the perled of time corresponding to the Potomac
salinity survey. In order to use the data which was available for
the Potomac it was necessary to extrapolate the salinity at Piney

Point to the physical houndary of the Potomac Estuarv, The maximum
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salinity at the entrance was specified as 17,2 ppt. (9.5 ppt. Chlor-
ides) which is 0.7 ppt. greater than the salinity shown at Piney
Point in Figure 6,15,

Using the technique described in section 6.3.3 for the
Delaware, a best K value of 600 ftzfsec was determined. The maximum
entrance velocity, u,, was calculated to be 0.54 ft/sec and the
length of the estuary from its entrance {x = 0) to Chain Bridge is
603,768 feet. This determines the dimensionless dispersion coeffi-
clent, K/u L, as 1.84 x 10"}, The tidal prism, P,
the fresh water discharge, Qf, was 3960 cfs as shown in Figure 6.14,
and the tidal period was taken as 12.4 hours (44640 seconds). Ap/p
is 0.0129 and the entrance depth is 27.9 feet thus detrermining Eb
as 0.16 and giving a corresponding estuary number ED of 1.4, The
point defined by these K/uOL and E, values is plotted in Figure
6.28, it is in good agreement with the previous correlation. Because
of the smaller tidal range in the Potomac, in comparison with the

Delaware, the estuary number is an order of magnitude smaller. This

is indicative of a more highly stratified condition in the Potomac.

6.5 The Hudson Estuary

6.5.1 Geometry and Schematization

The Hudsen Estuary is characterized as being a narrow,
sometimes deep estuary over much of its length, however it is
complicated and difficult to represent by a one-dimensional
schematization at its lower end, Immediately below the Rattery,

the East River joins the Hudson at the northern end of Upper Bay

-166-

3

s was 9.77 x 109ft ’



(Figure 6.18) and there are connectlons to the Raritan River. The
Lower Bay, as defined by a line between Sandy Hook and Coney Island,
appears as the ocean end of the estuary.

The Upper and Lower Bays are difficult to schematize to
one-dimensional cross-sections. This problem plus the fact that
the Battery is a Reference Statlon for tidal elevation data make
the Battery a logical location for the entrance to the estuary as
studied by this one-dimensional technique. Another factor which led
to the establishment of the Battery as the downstream boundary is the
fact that there is a lack of salinity data seaward of this location.

The schematization from the Battery to the head of tide at
Troy is based c¢n cross-sections taken from local charts N.C.S.
numbers 369, 746, 282, 283 and 284. Cross—sections were taken at
one mile intervals, thus permitting intervals of discretization of
one mile or larger. For this study a two mile interval (Ax) was
used and the assignment of embayment volumes to the cerresponding
segments was made on this basis.

A further refinement was incorporated in the schematization

technique. With reference to Figure 6.19 it is seen that the sheal

area of some cross—secticns extend far from the main channel. In

such cases it is difficult to decide which part of the shoal area

participates in the conveyance area and which part acts as Storage.

Shoal areas and widths have been treated separately from the rhannel

area in this schematization, thereby permitting the user of the

numerical model to assign them as participating in the conveyance
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area or as storage in terms of a factor of proportionality, a. This
feature does not make the decislions regarding the shoal areas less
subjective, however it does make it possible to evaluate the sensi-
tivity of the numerical model te changes in «. 1In this study it

was found that the tidal hydraulics were not very sensitive to o

and therefore a value of 0.5 was assigned.

The datum corresponding to the soundings on the various
charts has been established for this case and 1s shown in Figure
6.20, This figure also serves to define the high and low water
planes which will be used for verification purposes. By establishing
a reference datum at 200 feet below mean water level at the Battery
the change of datum is incorporated into the schematizationm through
the variable z as follows. Figure 3.2 shows that the distance
from the reference datum to the local mean water level is z, + d.
Figure 6.20 shows the local mean water level (MWL) for all locations
and permits the designation of z' as the difference between local

MWL and MWL at the Battery. It 1s now possible to define z, as
z, = z' + 200 - d (6-3)

The numerical defipition of the schematizatiom is given in

Table 6.6 and the graphical representation of b d and

core’ btot:al’
d! are given by Figures 6,21 and 6.22, The final Ax used was
10715 feet which was obtained by interpolating the cross-section

data to 76 sections the first being at the Battery and the last at

Troy. The total distance is 152.2 miles (803,616 feet). The tidal

period was taxen as 44640 seconds, and the At based on stability
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; Station d z b b d°

% 0 total core
p No.

Battery 1 41, 34 lre,re L2, rare, 12420
' 3 “w5,128 168,17 el e, PRAT, 12,70
R 2,20 1R7 N2 HATR, TREN, 12.19
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k L, 6" 1RQ . R? L0249, L=, t1.25
a 2L NA 171,37 LEFE, AT T N .17
7 PF w7 176 17 4R350, 4ERN, 0,
O ".'E.:?l 174.’];‘ 5175- -’:’1‘?5. F‘_I.""]
2 2%. 71 170,51 4778, 4775, 0y T
11 TC,213 171 .27 46)1 0. LAY, Ca"
3 27, e VI LA 5143, 50, ZJI0
L TR TIR N ~100, REEM. 797
113 20, 3R L Ea IV B 17374, ~525, b 53
1& 1574 IR& R4 13125, 11475, RN
15 YeL 22 173,82 1?7281, 12180, -
1& T 1R2 .37 111471, 11195, e BT
17 2Ta 52 179,44 1373¢<, 21785, RV
12 TeLh 171,2< 11040, 2L50, S
113 LT 128 N7 The3y, 1323874, 2, 9
M 27,012 177,68 1nnnaa, antya, 5.7
A afi, N4 154,682 41%1, 3ISEN, R, A0
2 43,32 157, 3% 5231. Aesc, S LTR
242 LA, 20 122 27 IR0, 2773, de 9%
24 TR, A8 171.323 2174, 37K, TN
25 RAL A 124 ,.7% 1544, 1r7E, ? LA
4 71,59 120,03 2¥1a, ?05&. Ta RO
7 £0,1290 1z, a1, trcs, 5473
pe Lp, k3 1e2,.n7 2N, TREN, 7. F
o L Y72.04 ARYTT TTIC, .74
in 24,710 175,49k T27%, AElo, L .51
21 IM,58 17Mn,07 S759, 0, 4, &N
R RN ta3,8" FaARY, HWCRY, .07
43 yr, AS 143 .45 ente. jatr g, 2.8
24 0,71 1RD,E9 1INns, aneg, T.17
an AT, 79 Yen 7 610, 1z]2. 3.5%
Be Lf, A? 186 ,1F IRG2, 2haa7, T 6N
ENd 47,70 152,91 2REM, 2478, 7,01
32 GRLN1 155 .57 2472R 2488, AL
20 L2,TA 1ra Qe 2€25, 2R2%, [ T
4N The TR TELRY oL, 1267, Ry
41 L4, 35 1TRS ,,&F 2625, JH7E, Q,0n

Hudson Estuary
Schematized Geometry Including Embayments and Local Datum

Table 6.6
{to be contlnued)
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B -

Troy

Station
No.

4.7
43
4t
[
44
47
%9
Lo
=0
e
52
€3
£,
€5
L
Lird
£n
5a
£n
Al
62
£
93
6c
et
£7
-0
L
70
n
12
74
74
TR
74

24,47
36, 33
1. &0
2%5. 80
.4
FALYT
25.4)
1°.41
74, b
15,75
17,12
Z2n.Nn2
1TH.TR
17,67
12 _7Q
13,27
16,24
TH,Z
17.1°
1R .27
1m,A%

12,17
?p.‘)O
20,84
T9.1?
21,89
22.75
2P L,A0
e Lt
10,26
12,10
13. 34
12,480

[l 18

156 .20
156,37
172,91
16,10
174,20
1TR?C
177.57
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LRN, 77
175,96
1R 48
193,52
100,48
184,17
123,23
194,681
186,735
TRE  &A
108 AT
193,88
182.71
183,17
193,10
10,77
1an,.72
YR2.48)
170 A6
178,73
1?‘% 060
17TR,TE
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ir3,31
123, 2"

Table 6.6
{continued)
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considerations was taken so as to divide the tidal period into 200

intervals of At = 223.2 seconds,

6.5.2 Verification of the Tidal Hydraulics

A freshwater discharge of 3500 cfs and a salinity distribution
as shown in Figure 6.23 was assumed for the study of the tidal hydraulics.
Various distributions of Manning's n were tried and the resultant high
and low water planes were compared to those shown in Figure 6.20. The
tidal amplitude corresponding to the conditions at the Battery was 2.23
feet. The best fit to the given high and low water planes was achieved
using a Manning's n of 0.015 for the entire estuary. The comparison of
calculated water planes to those given in Figure 6.20 is shown in Figure
6,24, The calculated phase lags are compared with those given by the
Tide Tables (1969) and this comparison is showm in Figure 6.25.

6.5.3 Quasi Steady State Study

The summer and fall of 1964 was a pericd of extended low flow
for the Hudson River. Data corresponding to the end of this period has
been made available from the 1964 KYMA Survey (Data Source Reference 9).

This period of the KYMA Survey, 10 - 25 November 1964, has been assumed

to be a steady state period. Figure 6.26 shows the fresh water hydrograph
at Green Island (just above Troy)} which illustrates the extended peried
of low flow. The average tidal range during the KYMA Survey was 5.6

feet at the Battery and mean water level at the Battery was 0.4 feet
above mean sea level., The average fresh water discharge for this period
was calculated to be 3500 cfs (Data Source Reference 10}. The salinity

distribution of Figure 6.23 defines the high water slack salinities
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resulting from the KYMA study and is taken to be the steady-state dis-
tribution to be verified,

The Hudson Estuary represents a third and different type of
estuary in terms of salinity boundary conditions. With reference to
the plan of Figure 6.18 it is evident that below the tip of Mamhattan
(just above the Upper Bay) the estuary 1s not cne-dimensional. The
East River conmection te Long Island Sound, the Raritan River, and the
geometric configuration of the Lower Bay make the situation highly two-
dimensional,

The location of the downstream boundary at the Battery assures
a good representation of the tidal hydraulics, but requlres that the
downstream boundary condition on salinity be handled in a manner which
takes into account the fact that the salinity at the entrance increases
gradually during the flood flow. This Is the case discussed in section
3.4.4e wherein longshore currents are absent from the boundary. The
boundary salinity during fleocod flow at the Battery is prescribed by a
ramp function interpclating the salinity from time of low water slack
to time of low water slack plus 2/5 of a tidal period. The maximum
salinity is the high water slack salinity in this case. Figure 6.27
illustrates this boundary treatment by comparing the ramp function
gpecification of %T with that of %ET which was used in the case of an
ocean boundary. The salinity varlation being represented was assumed
to be sinusecidal for the purpose of thls illustration. This assumption
is roughly justified for the Battery based on data averaged over an
entire year.

The dispersion parameter, K, was determined using the same
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technique described in section 6.3,3 for the Delaware. The resulting
value was K = 1685 ftzfsec. The maximum entrance velocity was 2.44
ft/sec which determines the dimensionless dispersion parameter, KIuOL,
as 8.59 x 10—4. Other parameters corresponding to this value were

the tidal priam, PT = 5.93 x 109 ft3; the fresh water dilscharge,

Qf = 3500 ft3fsec, the tidal period, T = 44640 sec, the entrance depth,
h = 45,3 feet, and £§-= .0192. These values determine the densimetric

Froude number, IF_ = .461, and the estuary number is E&)= 8.1. The

D

point on Figure .28 which corresponds to this steady-state study falls
somewhat below the line indicated by the other studies. This difference
may be related to the fact that the seaward boundary was chosen at the
Battery and that the salinlty on the flood tide 1s not constant at this
gection. There are no continuous measurements of salinity at the Battery

with which to verify the assumption represented in Figure 6-27.
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VII. Application of the Numerical }Model to the Prediction of Longitudinal

Salinity Distributions Under Transient Conditions

7.1 Introduction

The cobjective of this chapter Ils to demonstrate the application
and validity of the numerical model to the prediction of longitudinal
salinity distributions under transient conditions. In a given estuary
transient conditions are usually the result of daily and seasonal varia-
tions in tidal amplitude and fresh water inflow from tributaries. Thus,
the normal condition of an estuary is almost always the transient state
in which the salinity distribution is continually responding to temporal
changes.

One of the difficulties of demonstrating the validity of the
predictive model is the lack of rellable field data. For example,
salinities frequently are measured only at high water slack at various
locations on a daily, weekly or even a monthly basis. It is not uncommon
to find "daily" high water slack salinitles recorded without reference
to which of the two possible times of high water slack the chservations
were made. Since most tides have some diurnal inequality, there can be
a significant variation in the salinity between successive high water
slacks at a fixed station. The estuaries chosen for the transient
salinity intrusion studies are the Delaware, Potomac and Hudson. These
were chosen on the basis of the avallability of salinity distribution
data extending over a reasonable number of tidal cycles and because
the geometric schematizations and verifications of the tidal character-

istics had already been carried out In connection with the quasi steady-
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state studies presented in Chapter vi.

7.2 The Delaware Estuary

The period 10 - 11 August to 4 - 5 October 1932 was selected as
the perlod of interest for a transient study. The Delaware River Model
Study No. 1 (Data Source Reference 11) shows initial and final high water
slaeck salinity profiles for the surface sallnities of the prototype
estuary corresponding to this period. Unfortunately the salinities are
given only as far downstrean as Miah Maull Light. Wicker (1955) shows
the ocean salinity at 32 ppt; this value is used for the boundary salinity
for the incoming flow from the ocean.

The fresh water inputs during this period were made available
through the U.S. Army Corps of Engineers, Waterways Experiment Station
{Data Scurce Reference 12). Fresh water inflow data as a function of
time is given for three locations:

1) at Trenton

2) at the junction of the Schuylkill river, and

3} at the junction of the Christina river.

The daily discharge values were interpolated to values at each of 107
tidal cycles covering the period of interest., The three hydrographs
are shown in Flgure 7.1. Three other tributaries were assigned constant
flow rates of 82 cfs for the Salem river, 132 cfs for the Cohansey river

and 265 cfs for the Maurice river. These inflows are proportioned with

respect to a representative flow of 3000 cfs just below the Schuylkill

river.

The ocean boundary condition on tidal elevations was taken from

the predicted values shown in the U.S. Coast and Geodetic Survey Tide
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T b BEEY .
ables (1932). ihe ocean surface elevation throughout each tidal period

of 44 .
712 seconds was obtained by fitting 3 cosine curve to the high and

low water values (Figure 7.2).

¥or ificati i
verification of the numerically predicted salinities, this

study e . - ..
y employed Drawing C-47, Ugalinity Movements, vear 1932" of the

Janita
ry Water Board, Commonwealth of Pennsylvania (Data Source Refer-

ence 13). s
). This source of data gives high water slack isochlors for

the T T
sur face chlorinity throughout the entire year 1932. The inicial

salinlit Y
y distribution was taken as that corresponding to the first higa

water ] fand ; .
slack chlorinity distribution for the period of interest.

Having thus specified the initial condition for salinity,

10 ¢ -1
yele lead-in run was made prior to 10 = 11 August in order to pro-

vide initia PR
nitizl conditicons of water surface elevation n(x,0} and discharge

(x,V :
Q(x,U). The numerical calculation was performed using the correlation

line ; i .
shown in Figure 6.28 in order to continually provide a dispersion

ar i i
parameter which 1s related to the degree of stratification. At the

end : :
of each tidal period of calculation the estuary number, I, is

cem : . )
nputed and the dispersion parameter, K, for tue aext tidal period

is obtained from the correlation of Figure 6.28 as

K = 0.
[N 002 v L (IE.D)

=

(7-1)

ity calculation are presented

The results of the transient salin

on of time {g shown for several

in Figure 7.3. The salinity as 2 functi

ribing the galinity varlation

stations as oscillating curves desc

throughout each tidal cycle. The non-oscillating curve represents the

e isochlors of Drawing D-37

high water slack field data as defined by th
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of the Sanitary Water Board. Verificaticn is good for all stations
throughout the entire 107 cycle span.

The field data in this case refer to surface salinities, con-
sequently the numerical model is taking these to be representative of
average salinities over the entire cross-section. Wicker (1955) has
described the salinity regime of the Delaware and points out that the
density structure is falrly hcomogeneous with similar variations in the
salinity-depth relationships for different conditions of fresh water
discharge. Under these conditions it is expected that the use of
surface salinities should not introduce any appreciable errors in the
verification process.

The result shown in Figure 7.3 is an example of the use of
the numerical model im a completely predictive manmer. No adjustable
parameters have been used, the only field data is that necessary to
define an initial salinity distribution and the value of the ocean
salinity of 32 ppt.

7.3 The Potomac Estuary

The period 24 - 25 July through 21 August 1969 (54 tidal cycles)
was chosen for the purpose of a transient verification. The fresh water
hydrograph at Chain Bridge shown in Figure 7.4 indicates a period of
strong changes in fresh water input preceded by a period of low flow.
Figure 7.5 shows the salinity data from the Nutrient Transport Study
(Data Source Reference 6} corresponding to this period. It is difficult
to explain nearly equal values of salinity at the Wicomico River and

Kingcopsico Point on the 1st of August and the salinity at Kingcopsico
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Point on the 5th of August, consequently some doubt exists as to the
accuracy of the field dara at these times and stations.

In order to apply the numerical model to this tramsient situ-
ation it was assumed that the fresh water hydrograph at Chain Bridge
was the principal source of fresh water and that the salinity data from
Data Source Reference 6 is surface salinity data. Due to these assump-
tions it is expected that the verification of this data will not be as
precise as in the case of the Delaware study. The variation of salinity
from surface to bottom is alsc more pronounced than for the Delaware
which makes the use of surface salinitles less accurate in terms of
verification of the numerical model which computes cross-sectional
average salinities.

As discussed in section 6.4.3, the Potomac is a tributary
estuary of Chesapeake Bay. This requires that the salinity in the
Chesapeake near the entrance of the Potomac be specified in a manner
analogous to the specification of the ccean salinity in the case of
an estuary terminating at the ocean.

As Chesapeake Bay data was not available for this peried of
study, the maximum salinity at the entrance of the Potomac was specified
in temms of the salinity data at Piney Point. In using this data as
a basis for estimating the entrance salinity it is assumed that it is
high water slack data. 1In order to estimate the corresponding gsalinity
at the entrance, which is about 15 miles downstream, data from another
source was used. This was data from the Chesapeake Ray Institute

Cruise {Data Source Reference 5) which gave a monthly report om salinity
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at several stations including stations at the confluence of the Potomac
and Chesapeake. 1In using this data, which is depth averaged, the
difference in salinity between that measured at the Chesapeake and

that measured at Piney Point was plotted apainst fresh water discharge
in the Potomac in order to show that this difference is not a function
of the Potomac discharge. Figure 7.6 illustrates this lack of correla-
tion. The average difference of 0.53 ppt was then added to the Piney
Point values and the result interpolated to each tidal cycle of the
period of study.

An initial condition on the salinity is derived from the
salinity data on or about the 25th of July, and the relationship between
dispersion coefficient K and the Estuary Number is that given by Figure
6.28.

The definition of the tidal elevations at the Chesapeake
boundary was taken from the Tide Tables (1969) for this period in terms
of the variation at Washington back-calculated to the Chesapeake boun-
dary as follows.

As the relationship of the datum from Washington to the Chesa-
peake was not known, the following assumption was made in order to
relate the high and low water values given at Washington with maximum
and minimum elevations about the mean water level at the entrance to
the Potomac. The Tide Tables show that the relative heights of high
and low water for stations near the Chesapeake can be obtained by
multiplying the reference station values by 0.45. This multiplication

will give the high and low water elevations relative to the local datum.
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It is noted that the datum at Washingten is 1.5 feet belew Mean River
Level. The mean range at Washington is 3.0 feet which forms the basis
for the assumption that the datum is 1/2 the mean range below Mean
River Level for the estuary. A typical range at the entrance for the
periond of interest is 1.7 feet, which gives rise to an approximate
formula for obtaining the maximum and minimum water surface elevations,
n . and Noax at the entrance in terms of the high and low water wvalues

min

at Washington.

Mmax J = HW J x 0.45 - 0.65
entrance Washington

"min = LW l x 0.45 - 0.65
entrance Washington

(7-2)
The tidal variations in elevation at the entrance to the estuary as
calculated by 7-2 are shown in Table 7.1.

Having thus defired the initial condition on salinity, the
time=-varying boundary conditions on entrance salinity, entrance tidal
elevations and fresh water discharge, the numerical model is used to
calculate the transient salinity distribution. The resulting salinity
variations are shown in Figure 7.7 together with the verification data
of Figure 7.5. The numerical predictions are a fair representation
of the verification data, the largest deviations occurring at the
Kingcopsice Point and Wicomico River. The data for these locations
show inconsistency for the lst and 5th of August (14th and 23rd of the
cycle) as mentioned previously. The agreement upstream is good, which

indicates that the assumptions concerning the maximum salinity at the
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Maximum and Minimum Tidal Elevations
at the Entrance to the Potomac
(Relative to MWL at the Entrance)

Table 7.1
Tidal Tidal
Period Lw W Period 1 HW
0 0.52 28 -0 .47 0.T4
1 -0--4»? O.HB _?Q -0.52 O."T
? ~0.52 N.52 30 -0.42 0. 74
E -0, E? U.RB 31 -D.52 Q.47
4 =-0. 56 .56 32 -GCa.43 0.70
5 -Uc qé 0092 33 -0056 0052
b -0 f8 Cabl AL -3.47 0. 79
7 "'0.60 0-92 35 -0.56 0.56
B "0' ér. OOTO 3b -OQ‘IT O.7°
q —0.65 C.G? 37 -0.0U 006[
1 G —Oa ?“ OITQ ?'8 _0.47 00 TQ
11 AT D32 39 =0.60 ¢.05
12 ~). TR N.532 L0 -0.47 0.7%
13 -Je 6= 0,92 4] =-0.56 N.TO
L4 0. 72 {1,hP 42 =N.47 0.72
15 ‘O.(_‘q chB 43 -0056 Co?q
16 -0, 74 n,Aa8 L4 -0,47 CuTh
b7 =0, £5 I 45 -0, 56 0. 83
18 -0.69 C.AR L6 0,467 0.74
19 =-0. A0 N.7C a7 ~0.52 0.88
20 -0465 GG R3 48 Q.47 .70
21 a5k ALY | 19 ~-0.52 0,88
22 -.AC G853 E0 ~Cated 0.65
23 0572 0u36 1 -0.52 0, 88
24 -0.A7 D.TE Re 0,42 AT} §
25 ~0. 52 0.52 . B3 =-0.47 C. 98
26 -Na.47 N.T4 R& -0.43 0. 56
27 —O.‘Y? N
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downstream boundary have not affected upstream conditions to any great

extent.

7.4 The Hudson Estuary

Data Source Reference 14 céntains high water slack salinity data
(Figure 7.8) which permits the study of transient conditions for the
period 16 - 30 May, 1966. The fresh water hydrograph corresponding to
this period was constructed from data of the U.5. Geological Survey
(Data Source Reference 15) and is shown in Figure 7.9. Tidal elevations
at the Battery as measured by the U.5.C. & G.5. were available and are
shown in Table 7.2. These alevations have been adjusted in accordance
with Figure 6.25 so as to correspond to a seaward boundary at 59th
Street, Manhattan. The seaward boundary was shifted to this lecation
in order to coincide with a salinity measurement station established
there.

The salinity measurements &t 59th Street, interpolated to each
tidal cycle of the study period, serve Lo define the maximum entrance
salinity for the salinity boundary condition. As discussed in section
6.5.3, the entrance boundary condition on salinity is treated in a
different manner in this case due to the upstream locatiom of the
entrance. This treatment ijs illustrated in Figure 6.27.

Although the steady-state study of the Hudson resulted jn 2 K
value which fell below the correlation of Figure 6,28, this original
correlation was used for determining the value of X during the 16 - 30
May 1966 study.

The resulting salinity variations at three stations upstream of
59th Street is shown in Figure 7.10 for the period of studv. The
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Maximume and Minimum Tidal Elevations

at 39th Street Iin the Hudson
(Relative to MWL at 59th Street)

Table 7.2

HW

e 23
.82
2460
2. 10
?-73
?-10
aL,0n
2.50
3.C0
.10
2,17
2. CO
3.20
2. 20
3. 20
L4020
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Period

16
17
18
15
2C
21
22
23
24
2%
2¢
27
28
23
30
31

Lw

-2.(0
—Z.£C
-1.80
_2- an
=1.70
~-2.20
~l.80
~2.20
-1.€&n
=2.1%
-1.80
-2440
—2.20
=2.50
~2.2C
‘2060

2.80
1.6%
Z2.E0
2.7
72 €0
2.0
2. €0

=2
* -

2.57
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2.17%
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variation at 59th Street is also shown. Comparison to the verification
data of Figure 7.8 is indicated. It is noted that the verification data
is in the form of daily high water slack salinities and consequently it
is not possible to determine which of the high water slack times corre=
sponds to this data. Consequently the location of these data points in
Figure 7.10 is approximate within about two tidal periods. The compar-
ison shows the predicted salinities to be somewhat higher than the field
data.

For this numerical salinity prediction a tidal period of 12.4
hours was taken, the time increment was 223.2 seconds and the correspon-
ding discretization interval was 10719,1 feet (about 2 miles),

7.5 Sensitivity of the Predicted Salinity Distribution to the KquE

Vs, IED Correlation

To test the sensitivity of the predicted transient salinity
distribution to the correlation of K/uoL Vs, IED, a second run was made
using the lower correlation line of Figure 7.11. This line expresses
the relationship as
-1

A

D (7~

X _0.0015 E
unL

The resulting salinity wvariations at the stations of interest are shown
in Figure 7.12 which when compared with Figure 7.10 show better agreement
with the verification data. The difference between the two predictions
in terms of the high water slack salinity distribution at the end of

the transient period is illustrated in Figure 7.13. 1In 31 tidal perioeds

the maximum difference is 1.21 ppt or 7% of S,

Although the change in resultant salinity distributions favors
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the use of the modified correlation, the use of the original distri-
bution represents the salinity response adequately. The improvement
gained through the modification is worthwhile in terms of this parti-
cular study, but it is not large encugh to put the use of the original

correlation line in doubt.
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VIIT. Summary and Conclusions

B.1 OQObjective

The primary objective of this study is the prediction of the one-
dimensional longitudinal salinity distribution in real estuaries during
transient conditions of fresh water inflow and tidal elevations. The time

scale for the prediction of the longitudinal saliniry distribution is small
compared to a tidal period, but greater than that which defines turbuleat
fluctuation. Therefore, the salinity distribution is defined at intervals
within each tidal period and throughout successive tidal periods of a
transient study. The prediction of the instantaneous salinity distribution
at discrete intervals throughout each tidal period requires a knowledge of
the tidal hydraulics; therefore, instantaneous water surface elevations and
tidal discharges are predicted concurrently with the salinity.

8§.2 Summar

8.2.1 Governing Equations

The governing equations which describe the one-dimensional longl-

tudinal salinity distribution for an estuary of variable area are:
a) the continuity equation for the fluid,
b) the conservation of momentum equation,
¢} the conservation of salt equation (salt balance

equation), and

d) the equation of state relating salinity and density.

8.2.2 Boundary Conditions

The boundary conditions required to solve the governing equations

are

a) specification of tidal elevations at the ocean entrance
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as a function of time,
b) specification of fresh water inflow at the upstream
boundary, and tributary inflows as functions of time,
c) specification of zero salt flux across the upstream
boundary, and
d) specification of conditions on the salinity at the
downstream entrance of the estuary.
0f the four boundary conditions, the first three are straight forward and
the fourth requires special attention.

The boundary condition on salinity at the ocean entrance has been
treated in two parts according to the direction of flow in the estuary.
During the flood flow this boundary coandition is formulated as s(0,t) = s,
where 8, is the ocean salinity. During the ebb flow the salinity at the
downstream boundary is determined by a mass balance, in finite difference
terms, at the downstream segment. The Delaware represents this type of
ocean boundary,

For an estuary which is a tributary of a larger estuarine system,
the magnitude of the salinity So entering the tributary estuary on the
flood tide is governed by the salinity distribution in the main estuary.
The Potomac above its confluence with Chesapeake Bay and the Hudson above
the Battery are examples of this case.

8.2.3 Longitudinal Dispersion Relationship

Solution of the conservation of salt equation requires the speci-
fication of the longitudinal dispersion coefficient, E(x,t). This disper-

sion coefficient is shown to be related to the local! non-dimensional

3 . sos . . .
salinity gradient, 5% ,» in the salinity Intrusion region. A formulation
X
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which includes a term applicable to the fresh water reglon of the estuary

has been adopted.

3

3%

+ 770 u Rh5f6 {8-1)

E{x,t) = K

The constant of proportionality, K, has been related tc the degree

aof stratification as measured by gross estuarine parameters., A correlation

?
PTF a

has been found between KluoL and which permits the definition of the

dispersion parameter K for cach period of a transient study., This correla-

tion has been developed using steady-state data for both model studies and

real estuaries , covering a wide range of stratification conditions.

8.2.4 Numerical Medel

A finite-difference numerical model consisting of two components

provides the solution to the given equations. The first component consists

of an explicit, staggered finite-difference scheme for solution of the

tidal hydraulics. This scheme was developed in a previous study. The

gecond component of the aumerical model consists of an implicit finite-

difference scheme for the solution of the salt balance equation. The

latter is a second order scheme resulting from a minimum error investiga-

tion and does not contain a numerical dispersion term in its truncatien

error. The boundary conditions are formulated in appropriate finite

difference form and the two components are coupled through the salinity~

density relationship.

§.2.5 Test Cases

Three real estuaries have been studied using the numerical model.

They are the Delaware, the Potomac, and the Hudson. In each case & study

has been made wherein the prediction of the transient salinity distribution
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has been compared with available prototype data. This comparison was
especially good in the case of a 107 tidal cycle study of the Delaware
for which daily salinity data was available.

8.3 Conclusions

8.3.1 Ability to Predict Salinity Intrusion

The numerical model described In this study is capable of pre-
dicting the longitudinal salinity intrusion for real estuaries as demon=-
strated by the successful prediction of 107 tidal cycles for the Delaware
Estuary. For such a classical estuary, defined from its head of tide to
the ocean, it is only necessary to specify an initial conditon of salinity
and the value of ocean salinity in order to calculate the response to
changes in fresh water discharges and in tidal amplitudes. The method of
calculation is flexible and can be extended te estuaries of different
geometric configurations and downstream boundaries as evidenced by the
studies on the Hudson and the Potomac. For these cases, which did not
have a true ocean boundary, additional information on salinity at the
downstream boundary was necessary for the solution.

8.3.2 Considerations of Cost

The calculaticn is feasible in terms of computer time and memory
requirements. The cost of computation depends upon the number of sections
chosen to represent the estuary and upon the corresponding number of time
increments per tidal period. For the Delaware study the space-time grid
was 70 x 250 and the cost of computation was about 45¢ per tidal cycle on
an IBM 360/65 computer. This implies that a transient salinity study for
an entire year would cost about $300 in computer time. When a coarser

space-time grid is used considerable reduction in cost results. The
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Potomac study was made using a 40 x 120 grid and the cost was about 14¢ per
tidal cycle or about $100 for a year's run. The memory requirement for a
grid of 200 x 900 is only 110K-bytes.

8.3.3 Comparison with Previous Methods

The prediction of salinity as a function of distance and time by
this method represents a definite advance with respect to previous methods
such as those utilizing the concept of time-averaging over & tidal cycle.
This advance is based on the following considerations.

a.) Previous studies using the time-average approach {such as
Pritchard, 1959) are limited to the particular estuary for which salinity
distribution data has been available in order to back-calculate the time-
average longltudinal dispersion coefficient, ETA. Such correlations are
valid only for the range of fresh water inflows covered by the field data.

In this study the longitudinal dispersion coefficient is assumed
to be proportional (by a factor K) to the local, dimensionless value of
the longitudinal salinity gradient, plus an additional term which repre-
sents the longitudinal dispersion coefficient in the fresh water reglon.
A dimensionless form of the factor of proportionality, EEI_. , has been

o P_F 2
shown to be related to a dimensicnless estuary number, which

QT
expresses the degree of stratification in an estuary. This correlation
is generally applicable to differenmt estuaries covering a wide range of

geometric and hydraulic conditions. For the laboratory and field cases

studies the estuary number varies by two orders of magnitude., Within

this range, the parameter EEI: varies only by a factor of 5.

o
Not only does this justify the use of this method over a wide

variation of stratification conditions for a particular estuary (such as
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those produced by variations in fresh water inflow)}, but it makes the
method applicable to studies involving changes in the geometry of an
estuary such as those produced by dredging or other major works. This
method also makes it possible to study estuaries for which no previous
salinity distribution data exists,

b.} The effect of the variation in ocean tidal elevations and
range is incorporated intc this method, whereas they are omitted in the
time-average-over-a-tidal-cycle method. The changes in tidal amplitude
affect the degree of stratification and therefore the dispersion parameter.
The incorporation of these hydraulic factors into the time varying salinity
prediction is essential if the effects on salinity distribution of the
ocean tidal amplitudes are to be represented om either a short term or
a long term basis,

c.) The calculation of the salinity throughout the tidal cycle
makes it possible to present resulting distributions in a variety of ways
according to the need of a particular study. The salinity can be presented
in terms of an insrantaneous longitudinal distribution for a particular
time, a time-averaged over a tidal cycle salinity, a high water slack
salinity, or a low water slack salinity.

8.4 Recommendations for Future Work

The numerical model described can be readily combined with numer-
ical models of mass transport of other substances in tidal estuaries. In
this manner, the dispersion coefficient in the salinity region can be
incorporated into the mass transport study. The concepts used in devel-
oping this numerical model can also be extended to the study of one-

dimensicnal estuary networks and to two-dimensicnal studies in which the
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salinity is averaged over the depth.

There is a great need for data on the time-varying behavior of real
estuaries. In particular, data {s needed which defines the two-dimensional
(vertical and longitudinal) circulation and salinity distribution. With
such data it is hoped that two-dimensional studies will provide a more
rational basis for a formulation of the one-dimensional dispersion coeffi-
cient which incorporates the effects of changing stratification conditions

without recourse to correlation.
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core

Atotal

core
b
storage

btotal
bl

C
C
D

DI

LLIST OF SYMBOLS

cross—sectional area of the estuary

conveyance as core area of the estuary's cross-section

total cross—sectional area of the estuary

tidal amplitude

pipe radius in Taylor's formula

seaward excursion from ocean boundary to point where salinity
is constant through tidal cycle

total estuary width
width of core area
width of storage area
total estuary width = bcore + bstorage

b"(z), wildth at elevation z above the horizontal datum
Chezy resistance coefficient

wave speed (shallow)

longitudinal turbulent diffusion coefficient

apparent longitudinal diffusion coefficient

molecular diffusion coefficient
depth of core area
depth from surface to centroid of core area

v
_ storage

depth of storage volume = T
storage
longitudinal dispersion coefficient, E(x,t)

longitudinal dispersion coefficient at ocean where E(x)

= E_(1-x/L)"
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longitudinal dispersion ceefficient in fresh water regien
or for a completely mixed estuary, ET(x,t)

longitudinal dispersion ceefficient similar to ET but with

Shinochara's transformation of variable E{¥,t)

L .
longitudinal dispersion coefficient, Es {x) defined by the
slack water assumption

. R . TA .
longitudinal dispersion coefficient, E = (x) defined by

the time-average over—a—tidal-cycle assumption
PTD?

QT
P.IF 2

— D
QT

estuary number,

estuary number, » where densimetriec Froude number
is used

turbulent diffusion coefficients

turbulent diffusion coefficients for equations which have
been averaged over a tidal cycle

force in x-direction

x-component of boundary frictional resistance force

Froude number evaluated at the entrance to the estuary

B |of

densimetric Froude number evaluated at the entrance to

u
a

vgh Ap/p

the estuary =

rate of tidal energy dissipation per unit mass of fluid
acceleration of gravity

depth of water in /EE

depth from water surface to a horizontal datum in defining

the tidal dynamics equations
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J _rate of gain of potential emergy per unit mass of fluid
K - loungitudinal dispersion parameter
L —total length of the estuary

Preddy's mixing length, specified in his method

Lex - length of tidal excursicn

n -Manning's resistance coefficient

P - hydrostatic pressure on a vertical cross—section

104 )K - x component of pressure force due to convergent boundaries
Pl and P2— proportional factors in Preddy's method

P _ the tidal prism, defined as the total volume of water

entering the estuary on the flood tide

Q _ the instantaneous local discharge, Qix,t)

Qf - the fresh water inflow just above the salinity intrusiomn
region

Qtrib}x - total inflow due to tributaries entering between sections

x + ax and x - Ax, =q{24%)

q -~ lateral inflow due to tributaries (per unit length)
Rh - hydraulic radius
5 - net amount of salt above a station in Preddy’s method

slope of trapezoidal channel
8 ~ salinity concentration, s{x,t}) for one~-dimensional model
local salinity in any dimensional notation
s time-average cver a tidal cycle salinity in salt balance
equation

" spacial deviation of salinity over the cross-section
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me

(=

Vstorage

Vtotal

dimensionless one dimensional salinity, ;(x,t} = sfso
ocean salinity or maximum salinity at the downstream
entrance

the duration of the tidal period

time

the x-component of velocity in several dimensions

the cross-sectional average velocity in a one-dimensional
case

time-average over a tidal cycle cross-sectional velocity
spacial deviation of longitudinal velocity over the
cross—section

the maximum cross-sectional velocity at the mouth of

the estuary

the friction velocity

the fresh water velocity, or net velocity over a tidal period

the volume of the storage in a schematjzed reach
the total volume in a schematized reach

the wind velocity at segment j

volume of Shinchara j{* Alx,t)dx

longitudinal axis °

dimensionless longitudinal distance = x/L
vertical axis for two and three dimensional cases
lateral axis for two and three dimensional models
vertical axis for one-dimensional models

distance from horizontal reference datum to bottom

of schematized channel
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height of local mean water level above mean water level

at the downstream section

proportionality facter for assigning shoal area to the
core or storage

wind resistance coefficient

specific weight of fluid

surface elevation with respect to mean water level
density of fluid

air density

Notation Applicable only to Development

of the Finite Difference Scheme

constant depending on w

arbitrary weighting coefficient jn difference egquations
arbitrary weighting coefficient in difference equations
concentration

diffusion coefficient, a constant

arbitrary weighting cocefficient in difference equations
arbitrary weighting coefficient in difference equations
arbitrary weighting coefficient in difference equations
velocity, a constant

harmonic anumber

VAt
Ax
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€ - truncation error of the difference egquation

€/2 - arbitrary weighting coefficient in difference equations
8/2 - arbitrary welghting coefficient in difference equaticns
p -~ decay factor

¢ - velocity factor

-232-



